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320 cm

BS5867 Part 2 Type B
M1

B1

EN13773

TECHNICAL

NDFR

Non Durably Flame Retardant
chemically treated with a water solution and if wetted in
any way should be retreated

DFR
Durably Flame Retardant
chemically treated to withstand a number of cleanings

IFR
Inherently Flame Retardant
woven from fibres with a high flame retardancy

x

FR
Flame Retardant
chemically treated to an individual specification

DS

NOT FR
Not Flame Retardant no flame retardant treatment

S

Confirmation that the fabric meets one or more flame
retardant standards

BS5867 BS5867 Pt2 B is the British Standard for flame retardant fabrics
used for curtains and drapes

BS5852 BS5852 Pt1 is the British Standard for flammability of
upholstered composites for seating

BS4790 BS4790: 1987 Determination of the effects of a small source of
ignition on textile floor coverings hot metal nut method (method 1, loose
laid)

EN13773: 2003 Meets European fire safety standards for vertically hung
fabrics. Burning behavior, ignitability testing of curtain fabric for use in
the contract market.

TL 1080-0002/8 German Military Specification for horizontally tested
materials

EN14041 Details the requirement for CE Marking of textiles, laminate
and resilient floor coverings

BS7905-1:2001 Lifting equipment for performance, broadcast and
similar applications.
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NFPA 701
EN13501-1
AS1530.2
AS/NZS1530.3

ATTRIBUTES

Approx roll length of material
in linear metres (m) & feet (ft)

Approx width of material in
centimetres (cm) & inches (”)

Approx weight in grams per metre squared (g/m?)

Approx thickness in (mm)

M1, M2, M4 Conforms to French Fire Regulations

B1, B2 Conforms to German Fire Regulations DIN 4102

IMO Conforms to International Maritime Organisation regulations
Classe Uno Meets ltalian Fire Regulations

BS EN13501-1 Fire Classification of construction, products and building
elements. Classification using test data from reaction to fire tests

CFC EN IS0 9239-1 Reaction to fire test. Horizontal surface spread of
flame on floor covering system. Determination of the burning behaviour
using a retardant heat source

NFPA 701 NFPA 701: (USA) Standard Methods of Fire Tests for Flame
Propagation of Textiles and Films

EN9239-1 Reaction to fire tests — horizontal surface spread of flame on
floor covering systems

DIN EN1021 Meets European fire safety standards for exposure to
different ignition sources, namely a lit cigarette and butane flame.
Assessment of the ignitability of upholstered furniture
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Cotton Cyclorama Canvas 3.2

J&C

To ensure you get the best from the product supplied to you, we advise you follow the care instructions within
this datasheet.

Flame Retardancy NDFR
Fire Certification BS5867,B1, EN13773, M1, NFPA 701, EN13501-1, AS1530.2, AS/NZS1530.3
2 Brand Name
= (and Manufacturer) J&C Joel Ltd.
LL
Material o
(Blending Ratio) 100% Cotton
Construction of Fabric Plain Weave
Surface Treatments Scoured, Desized, Dyed, Flameproofed
w | BrandNameofFlame \ \op e GMBH & Co, kG
S Retardant Chemicals
E Chemical name of Flame
-§ Retardant Chemicals Kappaflam CFP
Process of Flame Immersion
Retardant Chemicals
Information Non-Durably Flame Retardant. This means the fabric is chemically treated and
if wet (in any way) should be retreated to meet the flammability requirements of
BS5867 Part 2 Type B, M1, B1, NFPA 701, EN13501-1, AS1530.2, AS/NZS1530.3
and EN13773. Therefore, the cloth will not withstand wet cleaning and should
be re-flame proofed whenever wet. The cloth can be professionally dry cleaned
using the correct chemical process.
Notwithstanding the aforementioned, it would be our advice to only dry clean
this material periodically. We would suggest that the curtain be soft-brushed
() on a regular basis and periodically cleaned using a vacuum and drapery attach-
S ment. Commerical flame retardents may alter the aesthetics, appearance, col-
our or performance of the textile material.
This fabric is not pre-shrunk.
Laundering Treatment
Dry Clean Only Do Not Wash Do Not Bleach Do Not Iron Do Not Tumble Dry
Notes

All details are accurate at the time of print but are subject to change.

A

Fire Rating:

NDFR

60m / 197t

:LE United Kingdom
® +441422 833835
9 uksales@jcjoel.com

Approx Bale Length:

Colour
Available

Fire Certification:
BS5867, B1, EN13773,
M1, NFPA 701, EN13501-1, 4
AS1530.2, AS/NZS1530.3

Width:

320cm / 126"

Weight:

200 g/m?
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2

Type: BS5867 Part 2 Type B

TESTING » CERTIFICATION » AUDITING

Client:

Job Title:
Client's Order No:

Date of Receipt:
Date of Test Start:

Description of Sample(s):

Work Requested:

" UKAS

TESTING

1066

:]I”:f United Kingdom

® +44 1422833835
9 uksales@jcjoel.com

Inspiration in every performance

Wira House, West Park Ring Road,
Leeds, LS16 6QL, UK.

Telephone: +44 (0)113 259 1999
Email: info@bttg.co.uk

Website: www.bttg.co.uk

Date: 01 August 2017
Our Ref: 53519-22
Your Ref: =
Page: 1of3

J. & C. Joel Limited
Corporation Mill
Corporation Street
Sowerby Bridge
Halifax

HX6 2QQ

Surface Ignition Of Curtains & Drapes (Type B)

19 May 2017
07 June 2017

One sample identified as follows was received for testing:

Cotton Cyclorama, stated to be NDFR

We were asked to make the following test:

BS 5867: Part 2: 2008 (2015): Type B Curtains, Drapes and Blinds

Shirley® Technologies Limited. Registered Office: Wira House, West Park Ring Road, Leeds, LS16 6QL.

A company registered in England & Wales with company number 04669651, VAT Number GB 816764800.

The supply of all goods and services is subject to our standard terms of business, copies of which are available on request.
Our laboratories are accredited to EN ISO/IEC 17025,

Copyright © 2017 Shirley Technologies Limited. All rights reserved.
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

WE R/ e e 0 Inspiration in every performance

Wira House, West Park Ring Road,
Leeds, LS16 6QL, UK.

Telephone: +44 (0)113 259 1999
Email: info@bttg.co.uk

Website: www.bttg.co.uk

Date: 01 August 2017

Our Ref: 53519-22

Your Ref: =

TESTING s CERTIFICATION » AUDITING Page: 20f3

J. & C. Joel Limited

Sample was identified as follows:

Cotton Cyclorama, stated to be NDFR

BS 5867: Part 2: 2008 (2015): Type B Curtains, Drapes and Blinds

Pre-Treatment
No water treatment required as the sample was stated to be non durable flame retardant.

Conditioning
The test specimens were conditioned for at least 24 hours in the standard atmosphere of 60 + 5 % relative humidity (R.H.) and

20+2°C.

Testing

Three specimens from both length and width were tested in accordance with BS EN ISO 15025: Procedure A (surface
ignition):2002. The sample was tested at 20°C and 60% relative humidity (R.H.).

Each specimen was subjected to an applied flame using propane and a 15 second flame application time. The results obtained
(shown in the table below) were assessed according to the requirements of BS 5867: Part 2:2008 (2015).

Test results relate only to the sample tested.

The results for all tests are given in the table(s) on the following page(s).

Reported by: g Countersigned By:..........\ D oo Mol e swssann o
J Coleman P Doherty
Fire Technician Operational Head

Enquiries concerning this report should be addressed to Customer Services.

S\\\\\_j Shirley® Telchnulogies Limited. Register?cﬁ Office: Wira House, West Park Ring Road, Leeds, L516 6QL.
g S — A company registered in England & Wales with company number 04669651, VAT Number GB 816764800.
M The supply of all goods and services is subject to our standard terms of business, copies of which are available on request.
Ay Our laboratories are accredited to EN 1SO/IEC 17025.

’;/,“,” Il‘\‘\\\ Copyright © 2017 Shirley Technologies Limited. All rights reserved.
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

[ESIRE S SR Inspiration in every performance

Wira House, West Park Ring Road,
Leeds, LS16 6QL, UK.

Telephone: +44 (0)113 259 1999
Email: info@bttg.co.uk

Website: www.bttg.co.uk

Date: 01 August 2017
Our Ref: 53519-22
Your Ref: -
TESTING ¢ CERTIFICATION » AUDITING Page: 3of3
J. & C. loel Limited
RESULTS
Sample Ref:  Cotton Cyclorama, stated to be NDFR
BS 5867: Part 2: 2008 (2015): Type B Curtains, Drapes and Blinds
Testing as received.
Length Width
Specimen No. 1 2 3 4 5 6
Flame reached an edge No No No No No No
Hole reached an edge No No No No No No
Flaming debris separated No No No No No No

Reguirements
Any “Yes” means fail except if only one specimen fails a further 6 specimens are tested, it the second 6 specimens all pass the
result is a pass.

Result: Pass

Conclusion
The fabric meets the Type B performance requirements of BS 5867: Part 2: 2008 — the fabric must be clearly labelled "If wetted
in any way it is essential to re-treat the fabric to meet flammability requirements’.

The material should be identified with the manufacturers name, trademark or other identifying mark, the statement
*Flammability complies with the requirements of BS 5867: Part 2, Type B and instructions of any special precautions to be taken
concerning care (including cleansing) of the curtain, drape or window blind to be manufactured from the fabric, preferably using
an appropriate care labelling symbol in accordance with BS EN 23758 and taking account of the pre-treatment used in this test
and the requirements of Clause 4 of BS 5867: Part 2: 2008 (2011). If the fabric is unsuitable for cleansing, this shall be stated.

Uncertainty Budget
There is no uncertainty budget associated with BS 5867: Part 2: Type B as no measurements are determined, the pass/fail

criteria is assessed visually.

Shirley® Technologies Limited. Registered Office: Wira House, West Park Ring Road, Leeds, L516 6QL.

A company registered in England & Wales with company number 04669651, VAT Number GB 816764800.

The supply of all goods and services is subject to our standard terms of business, copies of which are available on request.
Our laborataries are accredited to EN ISO/IEC 17025.

Copyright © 2017 Shirley Technologies Limited. All rights reserved.
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2
RS Inspiration in every performance

/

‘ STB / Direction Sécurité, Structures et Feu
/

le futur en construction | Livision Etudes et Essais Feu
/

/
/

PROCES-VERBAL DE CLASSEMENT
DE REACTION AU FEU D’UN MATERIAU

Selon I'arrété du 21 novembre 2002 modifié relatif a la réaction au feu
des produits de construction et d’aménagement
Laboratoire pilote agréé du Ministére de I'Intérieur (arrété du 05/02/59 modifié)

N° RA24-0007

Valable 5 ans a compter du 13 septembre 2023

Marques commerciales : Article 14/50 Velum
Article 24/28 Toile

Description sommaire :
Tissu uni a base de fibres 100 % coton ignifugé par foulardage.

Référence Article 14/50 Velum
- Masse surfacique nominale : 80 g/mZ2.
- Epaisseur nominale : 0,15 mm.

Référence Article 24/28 Toile
- Masse surfacique nominale : 210 g/m2.
- Epaisseur nominale : 0,31 a4 0,37 mm.

Coloris : divers.

Nature de I’essai : Essai au brlleur électrique
Vieillissement en chambre climatique

Durabilité du classement (Annexe 2 — Paragraphe 5) : Non limitée (article non lavable, non nettoyable
a sec et pour usage intérieur uniquement).
Compte tenu des critéres résultant des essais décrits dans le rapport d’ is N° DSSF-23-20427 annexé.

Ce procés-verbal atteste uniquement des caractéristiques de I’échantillon soumis aux essais et ne préjuge pas des caractéristiques de produits
similaires. Il ne constitue donc pas une certification de produits au sens du code de la consommation. Seul le rapport électronique signé avec
un certificat numérique valide fait foi en cas de litige. Ce rapport électronique est conservé au CSTB pendant une durée minimale de 10 ans.

La reproduction de ce rapport électronique n'est autorisée que sous sa forme intégrale.

Fait a Champs-sur-Marne, le 26 janvier 2024

La Référente Technique
Etude et Essais Feu

Signé numériquement par CONNECTIVE
NV - Connective eSignatures pour le
compte de Clotilde ETIEMVRE
(clotilde.etiemvre@cstb.fr)

Date : 26/01/2024 10:28:24

Signé avec le mot de passe 4 usage
unique envoyé par email : 762828

Sont seules autorisées les reproductions intégrales du prés:ent procés-verbal de cl 1t ou de I’ ble procés-verbal et rapport d’essais annexé.
CENTRE SCIENTIFIQUE ET TECHNIQUE DU BATIMENT

Siége social > 84 avenue Jean Jaurés — Champs-sur-Marne — 77447 Marne-la-Vallée cedex 2

Tél. : +33 (0)1 64 68 84 12 - reaction@cstb.fr - www.cstb.fr

MARNE-LA-VALLEE / PARIS / GRENOBLE / NANTES / SOPHIA ANTIPOLIS

Trame procés-verbal rev05
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2

Type: B1 Inspiration in every performance
Prifinstitut Hoch _ o
Lerchermweg |
Lfﬂi’a£ '-;:Eu:'-gu.'-r* E ]OC h
Tel: int = 4% = 97 78-7480-200
r*::n‘lu::':i;-'-r.f:' :nlir'-:?;r- www reaction-fo-fire de Fiadﬂ'lgen

Test laboratory for the fire behavior of building materials, Dipl.-Ing. [FH) Andreas Hoch
Testing, supervising and certifying body, authorized by the building supervision authority

TEST REPORT
PZ-Hoch-240738

for the proof of fire behaviour according to DIN 4102, part 1

Translation of the German test report — no guarantee for translation of technical terms

company

daescription of samples fabric consisting of 100% Cotton in different variants and colours

name of the material wachleiernessel” [ ,Baumwoll-Cretonne”
~Dekomaolton™ I .Baumwollnassel”
wEventmolton®” | ,Bihnenmolton”
LSatinmolton” I JKalmuck"

sampling by the company itself

content of request Proof of flammakility to classify building materials to class B1

(“schwerentflammbar”) according to DIN 4102, part 1
validity of test report  31.05.2029

result The examined product meet in raw white, in any colour or
bleached the requirements of class B1 for hardly flammable
(“schwerentflammbare”) building materials according to
DIN 4102, pt. 1 (May 1998), suspended freely or with distance of
>40 mm to same or other plain materials.

This test report includes 11 pages and 11 enclosures

Remark: If the building matenal mentioned above is not used as a product according to MBO § 2, Abs. 8,
Ziffer1, there is no need for a general building supendisory test report
This test report is not valid if the examinad building material is used as product as defined by State Building
Prescriptions (MBO § 17, Abs. 3).
This test report does not replace an eveniually necessary proof of applicability concerning building supervisory
or building laws as defined by Stale Building Prescriptions. This has to be certified instead by
“aligamaine bauaufsichtiche Zuwassung®™ (General Building Inspectorate Approval ) or by
“allgameines bauaufsichtiches Prirfzeugnis® (Ganeral Building Inspactorate Cartificate) or by
“Zustimmung im Einzeifall” | Exceptional Approval)
This test report can underlie building supervisory procedures
for regular building products for the prescribed proofs of conformity
for wregular building products for the required proofs of applicability
VWithout written consent of the test laboratory, this lest report may only be published or duplicated during its
denated period of validity, providing that no changes to appearance or content are made

mamber of 2yl By the DW¥kkS according to DIN EN ISQVEC 17025 acoredited test laboratory {( DAkKS
notified body no.” 1508 The accreditation is valid for the testing methods spacified in the centificate el

.
e et
19 -, LA | 400
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2 J&c
UjEss Inspiration in every performance

Kﬁl IOC HK: et page 2 of 11 of the test report
e 1/ Lerchenweg | PZ-Hoch-240738
Fladuﬂgen D-%7 450 ri::':ll"'!;"'\

1. Description of test material in condition as delivered

PN 39069 “Schleiernessel” colour: black
-fabric consisting of 100% Cotton-
There is no difference between side A and side B
characteristic values determined by the test laboratory:
area weight: about 97 g/m? thickness: about 0,28 mm

PN 33070 “Schleiernessel” colour: light grey
-fabric consisting of 100% Cotton-
There is no difference between side A and side B
characteristic values determined by the test laboratory:
area weight: about 92 g/m? thickness: about 0,25 mm

PN 392071 “Baumwoll-Cretonne” colour: black
-fabric consisting of 100% Cotton-
There ig no difference between side A and side B
charactenstic values determined by the test laboratory:
area weight: about 170g/m? thickness: about 0,32 mm
PN 38072 “Dekomolton™ colour; light red
-fabric consisting of 100% Cotton-
There is no difference between side A and side B
characteristic values determined by the test laboratory:
area weight: about 176g/m? thickness: about 0,81 mm

PN 29073 “Baumwollnessel” colour: black
fabric consisting of 100% Cotton-
There is no difference between side A and side B.
characteristic values determined by the test laboratory:
area weight: about 223 g/m? thickness: about 0,34 mm

PN 39074 "Baumwollnessel” colour: grey
-fabric consisting of 100% Cotton-
There is no difference between side A and side B
characteristic values determined by the test laboratory:
area weight: about 209 g/m? thickness: about 0,33 mm

PN 39075 “Eventmolton” colour: black
-fabric consisting of 100% Cotton-
There is no difference between side A and side B.

characteristic values determined by the test laboratory
area weight: about 288 g/m? thickness: about 1,08 mm

FN 39076 “Biihnenmolton™ colour: red
-fabric consisting of 100% Cotton-
There is no difference between side A and side B
characteristic values determinged by the test laboratory
area weight: about 352g/m? thickness: about 1,35 mm

';]”: United Kingdom (== United Arab Emirates
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2

UjEss Inspiration in every performance

-

e T Prifinstitut Hoch .
,C Hoc h;, bl page 3 of 11 of the test report
i it Lerchenweg | PZ-Hoch-240738
Fladungen =700l Flagungen

PN 32077 "“Satinmolton" (bleached) colour: white

-fabric consisting of 100% Cotton-

side A: smoother surface

characteristic values determined by the test laboratory:

area weight: about 309 g/m? thicknass: about 0,69 mm
PN 39078 “Satinmolton” (bleached) colour: grey

-fabric consisting of 100% Cotton-

side A: smoother surface

area weight: about 315 g/m? thickness: about 0,75 mm

PN 38079 “Kalmuck" colour: light beige

-fabric consisting of 100% Cotton-

There iz no difference between side A and side B.

charactenstic values determined by the test laboratory

area weight: about 570g/m? thickness: about 1,67 mm
PM 39080 “Kalmuck” (bleached) colour: white

-fabric consisting of 100% Cotton-

There is no difference between side A and side B

characteristic values determined by the test laboratory:
area weight: about 813g/m? thickness: about 1,55 mm

PN 39081 “Kalmuck” colour: grey
-fabric consisting of 100% Cotton-
There is no difference between side A and side B
characteristic values determined by the test laboratory:
area weight: about 531g/m* thickness: about 1,54 mm

The tesling laboratory is not provided with further details concerning composition of the tested
building materials. Samples are deposited

2. Preparation of samples

Samples with a size of 1000 mm height and 190 mm width where cut from the material for fire
testing
The samples were kept in climate chamber 23/50 until they reached constant weight

';]”: United Kingdom (== United Arab Emirates
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2

Type: B1 g
yp Insplratlon in every performance
/-*‘"i_ IOCH“—\I Prifinstitut Hoch page 4 0of 11 '3'{ the test FE'F.'."CI'T
S T = Lerchenweg 1 PZ-Hoch-240738
Fladungen 097450 Fladungen
3. Arrangemant of samples mounting: freely suspended
#7820: flaming side A in warp direction PN32081
#7821: flaming side B in weft direction PN32081
#7822 flaming side A in warp direction PN38080
#T825: flaming side A in warp direction PM38079
#7824 flaming side A in warp direction PN32079
#7823 flaming side A in warp direction PM32079
#7818 flaming side B in weft direction FMN32078
#7818 flaming side A in warp direction PMN38077
#7817: flaming side A in warp direction PM32076
#7816 flaming side B in weft direction PN33075
#7815 flaming side A in warp direction PN3g0/4
#7814: flaming side B in weft direction PM22073
#7813 flaming side A in warp direction PMN32072
#7799 flaming side B in weft direction PMN32071
#7798: flaming side A in warp direction PMN33070
#7797 flaming side B in weft direction FPN32069
4, Date of test CW 21 until C\W in 2024
51 Results (part1 The test has been performed according to DIN 4102 (Mai 1998)
~ |Measurement e TN Result with the tested specimen | Dim. |
g y 2 I
= ;TEE- number [ | #TB20 | #7821 | #7822 | #TB25 | #7824 | #7823 |
£ |flaming direction warp | weft | warp | warp | warp | warp |
side A B A A A A
‘sample-no 39081 | 38080 39079
| fabric Kalmuck
Mumber of specimen ammangement | |
1 lacc. to. DIN 4102/T15, schedule 1 | I S I 1 | 1 | 1] - .I
Maximum flame height above bottom |
| 2 |edge of specimen 60 &0 70 80 70 70
3 |Time © A7 | 012 | (edd | 040 | 035 | 040 | -
| Burn-through !/ melting '
[ 4 [Time” 0:45 | 045 | 055 | 013 | 0:44 | 014
Observations on the back side of |
specimen
Flames / Glowing X X | ¥ X X X
5 |Time 140 | 205 | 215 205 | 300 50
Change of colour
g |Time | | J | L.}
Falling of burning droplets J A ! (A |
7 |Start | mins
| |Extent _
& |sporadic falling of burning droplets = - - - - - -
8 |continuous falling of burningdroplets  § - | - | - - L min:s |
Falling of burning parts { I / /
10 | Start min:s
Extent
11 | sporadic falling of burning parts® - - - - - | -
12 | continuous falling of burning parts™ - - - - - -

';]”: United Kingdom (== United Arab Emirates
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2

Type: B1

. Prufinstitut Hoch

Iloch

Fléaur;gen f *-“"'H*l" Ir|:I.-|r1r~r-

Inspiration in every performance

page 5 of 1

1 of the test report

PZ-Hoch-2407 38

ling o

[Measurement

éflamiﬁ_g direction

Result with the tested specimen

Test number

#7820 | #7821

wWar

47822 | #7825 |

p | weft | warp | warp

side

A

=] A A A A

#7824 | #7823 |
Warp | WEIFF |

Dim.

sample-no

(!
39081 39080 39079

| falling material:
Time |

Burning duration at sieve plate (max.)

Impairment of burner by dropping or

of s

| min:s

min:s

o

| 4=
i

18
19
20
21

P B2
L 2

Pl Pl B Fud
= 0 Lh &=

8 | Time of eventually end of test "

| Rear side of specimen *

Premature end of tesl
Final eccurrence of burning at the
specimen

min:s

min:s

Afterburning after end of test
Time '

Mumber of specimen
Front side of specimen
Rear side of specimen *

| flame length

Afterglow after end of test
Time '

Mumber of specimen

Place of appearance _
Lower half of the specimen
Upper half of the specimen *
Front side of specimen

Density of smoke
400 %~ min
= 400 % * min”

| Diagram in enclosure no.

individual values®
Specimen 1
Specimen 2
Specimen 3

Residual lengths:

__Specimen 4|

36

min:s

cm

| mMin:s

18 16

0w

16

B s

34
35

37

35
34
3
33

K}
29
26
28

26
27
25
24

—= = Pl

Cad Ca¥ a3 Cad

[

mmin
* N

cm
cm
cm
cm |

Average residual length”

37

ind

| Remarks:
ication of
] -

indication of carrier/foam layer separated in case of fir

|

36 3 29

£ad
P

26

|Photo of specimen in enclosure no.
|Flue gas temperature

Maximum of average values
Tirne

g |Diagram in enclosure no.

= Noneg -
times relative to beginning of test

118
01:47

(]

116
09:45
1

118
02:48
1

119
02.45

120
02:33
2

122

i

02:39|

min:s

" checked if appl
e-proofing agents

cable

4y
very strong development of smoke
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2 J&c
UjEss Inspiration in every performance

v

h\‘ ?lufmsh!uf Hech page & of 11 of the test report

l |C=C e PZ-Hoch-240738

Fladungtn D-% -':':.;.Z Fladungen

5.2 Results (part 2) The test has been performed according to DIN 4102 (Mai 1998)

| |Measurement Result with the tested specimen | Dim. |

Test number | #7819 | #7818 | AT81T | #7816 | #7815 | #7814 |
flaming direction weft | warp | warp | weft | warp | weft

side 1 B A | A B | A | B

| sample-no 39078 39!]?‘.'| 39076 | 39075 | 39074 39073

line no

fabric Satin Blhnen | Event ._Eaur_mullnuul

Mumber of specimen arrangament
1 |ace. to. DIN 4102/T15, schedule 1 1 i1 | 1 1 | 1 1 -

Mazximum flame height above bottom

edge of specimen 60 70 60 1] i &0
Time ' 015 | 020 | 021 | €10 | 0:A1 | 0:11 §
Burn-through / melting
4 |Time " 023 | 022 | 0:28 | 030 | 0:43 | 0:15 —
Observations on the back side of

specimen |
Flames / Glowing [ { I. /

Time | L f I, /. | d
Change of colour
Time

Ll 3

o

o

Falling of buming droplets ! g A ! ! /
Start ' min:s

Extent :
B |sporadic falling of burning droplets * - - - - | = ] -
continuous falling of burning droplets ™ | - - | - - - - min:s
Falling of buming parts ! ! ! ! / |
10 |Start | min:s
Extent
11 |sporadic falling of burning parts® = - - - - -
12 |continuous falling of burning parts” - - = | = - -

13 |Burning duration at siave plaie (max. ) N ! ! f / min:s

=

[in]

jglllrtg material:
14 Time - A A { / / min:s

Premature end of tes
13 | Final occurrence of burning at the min:s
specimen 0:30 | 0:30 | 1:00 | 1:00 | 0:25 | 0:35
16 | Time of eventually end of test ' | B O N I Ll bk L ine
Afterburning after end of test
17 | Time ' - / / / f
18 |Number of specimen
19 |Front side of specimen - 5 - - | - - - -
20 |Rear side of speclr‘r‘e" - - - - - -
121 |flame length | | cm

min:s
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

UjEss Inspiration in every performance

page 7 of 11 of the test report

TR ok Prifinstitut Hoch
HOEh) co
= =t PZ-Hoch-240738

Fjsn{mg_en D-%74650 Fi
Measurement 1 Result with the tested specimen Dim. |
G 5 - ; 1
c Testnumber | #7819 | #7818 | #7817 | #7816 | #7815 | #7814
< |flaming direction i | weft | warp | warp | welt | warp | weft |
side B AL A | B A B | .
sample-no 39078 | 39077 | 39076 | 39075 | 39074 | 39073
fabric Satin ]_Bﬁhllil'l Evenl | Baumwollnesssl
Afterglow after end of test
22 | Time ! ! '} ) ! / min:s
23 |Number of specimen |
Place of appearance
24 |Lower half of the specimen _" | - - . = & =
25 [Upper half of the specimen * . - | - - - -
26 |Front side of spacimen - - - - - -
7 |Rear side of specimen ~ o= §-me ) om - - - |
Density of smoke ;
28 |<400 % * min_ g 0 4 9 1 3] % * min
29 |= 400 % * min” 1 : = = . % * min
30 [Diagram in enclosure no 3 3 3 | 4 4 | 4
Residual lengths; individual values” l
Specimen 1| 46 41 42 35 43 52 cm
| 31 Specimen 2| 42 4 4 3E 49 49 ey
i Specimen 3| 49 42 43 36 32 45 cm |
| _ . Specimen4) 46 ol 42 35 35 45 cm_ |
a2 ;A'.reracﬂ residual length” 46 42 43 35 3B | 48
_ 33+Phut-::u of specimen in enclosure no. 3 3 3 q 4 | 1 |
34 |Flue gas temperature
5 Maximum of average values 114 111 117 115 116 | 118 e
35 | Time 09:54 | 0:25 | 09:48 | 10:00 | 09:42 | 09:54 | min:s
35 |Diagram in enclosure no 3 3 3 4 5 6 J

37 ‘__REIT'I:i.r KS. - none - i

T indication of imes relative to beginning of test “ checked if applicable
':' indication of carrier/fcam layer separated in case of fire-proofing agents

" very strong development of smoke
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/f]- |C}Ch> CINPTIBERAN ) page 8 of 11 of the test report
ot <l PZ-Hoch-240738

Fladungen o-77620 Fladunge

5.3 Results (part 3) The test has been performed according to DIN 4102 (Mai 1288)

[F."Inasurerrent Result with the tested specimen Dim
! ! | men b
| Test number #7813 | #7799 47798 | #7797 |

Iﬂan‘lng direction | warp | wiaft | warp weft |
side A B A 5]

sample-no . 30072 38071 38070 20069 |

line no

| fabric Deko BW-Cratonne Schleiernessel

] —_— — — —_— —

[ Number of specimen arrangement
1 |acc. to. DIN 4102/T15, schedule 1

Maximum flame height above bottom
2 |edge of specimen 60 &0 60 50
3 |Time 0:09 011 0:08 0:08

Burn-through / melting |
4 |Time' 046 | 0:14 008 | o010 |

| Cbservations on the back side of
| specimen
|F|ar1'r:-:ls I Glowing — - |
5 |Time / [
C'ﬁe-rge of colour
6 [Time " : |
Falling of burning dreplets / ! ! /
7 |Start " min.s
Extent
| 8 |sporadic falling of burning droplets @ - - - -
| 9 |continuous falling of burning droplets® | - | - | - | - |mins
Falling of burning parts ¥ J /
10 |Start " min:s
Extent
sporadic falling of burning parts® : s
continuous falling of burning parts’ - | . i
Burning duration at sieve plate (max) | ./ | f L
.1r'|pa|rr'1.5rt of burner by dropping or
falling material

14 :TII'I.E | f ! / min:s

ke

L | =

| min:s |

__ |Bremature end of test
S |Final occurrence of burning at the | min:s
_ |specimen 0:20 1:05 019 0:55
© |Time of eventually end of test ! ] g ) / min:s
Afterbuming after end of test
7 |Time ° / / .| min:s
8 |Mumber of specimen 5 =
8 |Front side of specimen * - ; .
20 |Rear side of specimen * : " . .
121 [flame length — | - | - . | em
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. Priifinstitut Hoch
(. } I{:}Ch/ ol IQE page 9 of 11 of the test report
S PZ-Hoch-240738
Fld-dungi.n
||*.“Ieasurer-i"eg'. - __Result with the tested specimen | Dim
o |
€ | | Test number #7813 #7799 47798 | #7797 |
i A= |f|;|m rng direction warp | weft warp weft
| sl-:le A B A B
PR b
snmpla -no 39072 39071 39070 | 39069
[ I ||
fabric Deko | BW-Cretonne | Schieiernessel |
Aﬁer_gl low after end of test - I
22 |Time ! / f min:s
23 |Number of specimen
Place of appearance | |
24 |Lower half of the specimen *
25 |Upper half of the spemmer. = = |
26 | Front side of speci men - -
27 |Rear side of specimen =~ = =
Density of smoke
28 |< 400 % * min_ 4 4 2 1 | %% = min
28 |= 400 % * min” : - * i
30 | Diagram in enclosure no 5 5 _l_ 5 &
Residual lengths: individual values® | 5 .
Specimen 1 40 46 51 T cm |
31 Specimen 2 42 50 a0 74 em
Specimen 3 40 50 46 76 cm
Specimen 4 42 652 | 46 | ™ | cm |
32 |Average residual length’ 1 50 46 76
33 |Photo of specimen in enclosure no. 5 5 5 [
94 |Elue gas temperature
" Maximum of average values 112 | 118 13 118 o
9 | Time ° 09:39 10:00 | 07:38 | 07:37 | mins
| 3 |Diagram in enclosure no. 5 5 E G
[ 37 |Remarks: - none -

"indication of times relative 1o baginning of test

"~ checked if applicable

3 . " "
indication of carrierffoam layer separated in case of fire-proofing agents

" vary strong development of smoke
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2 J&c

Type: B1 Inspiration in every performance
P T '"'": Prifinstitut Hoch
) page 10 of 11 of the test report
dochy Lerchenweg PZ-Hoch-240738
Fladungen D-97450 Fladungen

6. Explanations concerning the testing procedure -none-

7. Summary of rasults and additional establishments to Fire Behaviour

____ Measurement Result with the tested specimen ] g
g |test-no. #7820 | #7621 | #7822 | #7825 | #7624 | #7823 | D |
= warp dir. | weft dir. | warp dir. | warp dir. | warp dir. | warp dir, E |

| side A cida B side A side A side A | side .":"._ e
| sample-na 39081 39080 | 38079
Ifnhrlr. | Kalmuck .
1 |residual length 34 | 36 33 29 3z 26 =l
| 2 |max. smoke temperature | 119 116 | 119 | 119 120 122 C |
3 |integral of smoke density | 13 13 | 18 | 16 I 19 | 16 _%r’ur:‘
4 |remarks: none i
T r
Measurement | Result with the tested specimen 5 |
£ |test-no #7819 | #7818 | #7817 | #7816 | #7815 | #7814 | 2
= weft dir. | wam dir, [warp dir. | weft dir. | warp dir. | weft dir E
side B sida & | side A 1S :_:Ie ? s,u:le_.-‘t. | s de E!_ . =
sample-no d9078 | 3907 | 38076 | 39075 | 39074 | 38073
fabric - _- ~ Satin | Bilinen | Event | Baumwollnessel
1 _|residual length 46 42 43 35 38 48 cm
2 |max sr'g-::-ke lemperature | 114 111 . 117 1156 116 116 "C
3 |integral of smoke density 9 | 10 | 4 9 1 | 5 - -!D-":: min
4  |remarks: none o N
_ |Measurement ] | Result with the tested specimen N =
g |test-no #7813 #7799 #7798 #7797 &
= warp dir weft dir warp dir weft dir u_i
| I __ I sideA I side B side A side B =
fsamplu-no 38072 | 39071 | 39070 _ 30069
fabric | Deko | BW-Cretonne Schleiernessel |
1 |residual length 41 50 | 46 76 | cm
2 |max. smoke temperature | 112 116 M3 | ms | ¢
3 |integral of smoke density | 4 _ 4 B --2" 1 i Yemin
4 |remarks: none

According to DIN 4102, pt. 1, hardly flammable {*schwerentflammbare”) building materials must
meet the requirements of class B2.

After performing additional tests in the ignitability apparatus, this could be verified (encl. 7 - 11)
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Sy LerChanwed | PZ-Hoch-240738

Fladungean D-27450 Flodungen

8. Special remarks

This report is only valid for the material as described in paragraph 1. In combination with other
materials or with additional coatings or primers etc., the burning behaviour may differ

- This test report is not valid for the exposure to outdoor climate conditions, washing or cleaning
with chemicals

- This test report is not valid if the material is used as a building product in the sense of the State
Building Regulations ("Landesbauordnungen”, MBO § 17, par. 3)

This test report is no substitute for a General Building Inspectorate Certificate.
- This test report is granted without prejudice to the rights of third parties, in particular private
proprigtary rights
- For legal interests, only the German original version is relevant.
- In General Building Inspectorates procedures, this test report can be used for
regular building materials for the required proof of accordance
for not regular building materials for the required proof of applicability

9. Validity

This test report is valid until the denoted date on page 1. The test report becomes invalid in
case the standards on which these tests are based are changed.

Fladungen, 10.06.2024 _
Clerk in charge & o Head of test laboratory

- —;J_ ~ Och y
.y | 1 =
" A0 UF ge
(Dipl.-Ing. (FH)} Jirgen Hammer) . 5T Z (Dipl.-Ing. (FH) Andreas Hoch)
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2
Type: B1

Priifinstitut Hoch

Lerchenweag |
0-97 450 Fladungen

Choch)

Fladungen

Fire shaft test #7820

Fire shaft test #7821

J&C

Inspiration in every performance

enclosure 1 test report
PZ-Hoch-240738

#TEN, PNI3081;
Max. fue lemperature: 119°C, Smoke density integral: 13%min
Residual length: 34 em
200 1 - 100
- + 80
. + B0
g 07 170
-
I + B0
= ,—fﬁ—_“_" E
8 1004 L 50
£ |/ 40
- [ = 30
Rk i
: 1o
i F— T 0
0 i 4 ] B
Test durabion 10 min
#7821, PH32081:
Max. flue temperature: 118°C, Smoke density inbegral: 13 %min
Residual length. 36 cm
200 1 = 100
- + 90
0
+ B0
s 190 L7
=)
8 — | 8o
g 1004 e Leg
L I-' = 40
] A0
8 s 30
“ it f {20
ff + 10
ok S —l g
0 2 q B 8
Test duration 10 min
#7822, PHI%0E0:
Max. fiue temperature: 119°C, Smoke density integral: 18%min
sy e ngth Idem
200 + - 100
|
£ B0
w 150 1 1 a4
5 — e o . Bl
8 100 | p——— | 5o
s |/ ! 40
i |
i 4 :":
& 504 -
+ 20
3 =
i I Y
o F 4 ] 3

Test duration 10 min
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Prifinstitut Hoch
(. IGC al ol enclosure 2 test report
LIV _erchenweg PZ-Hoch-240738

Fladungen D-97650 Fladungen

Fire shaft test #7825

#7825, PN330TS:
Max. fye tempergture; 118°C, Smoke density integral: 16%min
Residual lergth; 28 cm

200 100
5 a0
= B0
150
: 0
3 e 60
21001/ Ch
i .".I 40
. 0
S ey 20
= L 10
('S W
0 L —— S— — ; 0
0 2 ] ] 8

Test duration 10 min

#TE24, PHIS073;
Max. fue temparature: 120°C, Smoke density imtegral: 18%min
Resdual length: 32cm
200 1 T 100
+ &0

Flue gas temperature ["C]
B
|
E.
o O
o O

Test duration 10 min

Fire shaft test #7823

#7823, PN390TI:
Mazx. fue temperature; 122°C, Smoke density mtegral 15%min
Residual length: 26 cm

200 - — 100
i L g0

(%]

g L0

v 150 | e

g 63
¥ 400 4 /‘Jﬁw‘_‘_“_""‘"_um_'—-ﬁ g

" -

] 4 40 %
- { | an

- ) i

3 T £

£ 110

2 4 ] a
Tt durabon 10 mn

';]”: United Kingdom (== United Arab Emirates

® +44 1422833835 ® +971 48847801
8 uksales@jcjoel.com 8 menasales@jcjoel.com WWW.]G]OB'.Gom




Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2
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Prifinstitut Hoch

Lerchamsag |
D-#7450 Flodungen

- i enclosure 3 test report
Uii @ PZ-Hoch-240738
Fladungen

Fire shaft test #7819

ETA19, PNISOTE:
Maz. fue temperabre; 114°C_ Smoke density miegral 9%min
Residual length: 48 cm

200 1 _ - 100
i | *
Lo | T B0
g 190 | 70
i -sc-
5 100 a— r 50
E [ 1 4
i- - J 30
5 20
i | 10
(1 I | — —L 0
0 2 4 8 |
Test duration 10 min
WTE1E, PN3ISOTT:
Mazx. fue temperature: 111°C, Smoke density integral; 10%mn
Sedidual lengtn 42 em
200 7 - 100
o | o0
1
., 150 1 | EE
80
Lo ————— 1x
E | 1 40
2 e t 30
~Eeah 1
L [ 110
0 rm o ——, 0
0 ) 4 [ B
Test duration 10 min
#TE1T, PH29OTE:
Mayx. flue temperature: 117°C, Smoke dendity inbegral: 4%ma
Resadual length: 43 cm
200 - - 100
Ty + 80
3 &
Fé —
§ ) | e | &
2 “
3 50 | gf
2 e
0 e e ] |
d 2 ] B 8

Test durabion 10 min

';]”: United Kingdom
® +441422 833835
8 uksales@jcjoel.com

(== United Arab Emirates

@ +971 4 884 7801

e menasales@jcjoel.com

www.jcjoel.com




Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

UjEss Inspiration in every performance

W@ e g enclosure 4 test report

Lerchenwan |
. gty R PZ-Hoch-240738

Fire shaft test #7816

WTR16, PNISOTS:
Max. flue temperature: 113°C, Smoke density integral: §%min
Residual length: 35 cm

200 - 100
3 -g:.
:!sa! 3
5
] } BOF
T i i S ——
= i | -
H / Las
3 50 3
: | [ &
i 10
0 2 4 6 8

Test duration 10 min

#7815, PN390T4:
Wax, fie lemperabere; 118°C, Smoke dersily integral: 1%min
Residual length: 38 cm

200 — — - 100
1 &0
g - 1 8o
- r 70
5 R
E 10 J:r'-' 1 50
- I + 40
3l 3o
i 3 20
s 1 10
B —t ]
0 2 4 B B
Test duration 10 min
Fire shaft test #7814
#7814, PN390TY:
Maz. fiue temperabune: 116°C, Smoke dermsity integral 5%min
Resxdual length; 48 cm
200 1 — 100
5 ' t 80
s I%
2 - -
- [ —
B 00 e t 50
[ : + 40
i s ’ e
e 20
4 . 110

0 2 4 B 8
Test durabion 10 min
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2

Type: B1 Inspiration in every performance
A~ Frifinstitut Hoch enclosure 5 test report
i I TDctl__;’ erchenweq |1 PZ-Hoch-240738
Fladungen D-#7430 Fladunger

Fire shaft test #7813

#7813, PH390T2:
Maz_ flue temperatire: 112°C, Smoke dersity inlegral: 4%min
Residual length: 41 em

200 - —

Flue gas temperature [*C
2
i
CfEEESEE=8Eg

0 = —— E—
4 ]
Test duration 10 min

=
i

Fire shaft test #7799

#7798, PN30T1:
Max. fue temperabure: 1168°C, Smoke dersity inlegral: 4%mn
Residual length: 50 cm
200 1 = 100

Flue gas termperature [*C

0 2 q g 8
Test duration 10 min

FTT38, P30T
Max, flue temperature: 113'C. Smoke density inbegral: 2%emin
Residual langth: 48 cm

i
W

4 B0

e 1

4
&

an

0
10

Fhee gas temperature [*C
-
-
]
&

bt
HEEEAEN
.

=

T — T S ey TS R T T |
0 i 4 [ B
Test duration 10 min
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Priifinstitut H
GIOC h :i:: 1: _ﬂch enclosure 6 test report

—— il A PZ-Hoch-240738

Fire shaft test #7797

measurement

#7797, PN39069:
Max, flue temparature: 118°C, Smoke density integral: 1%min
Residual length: 76 em

200 7 + 100
e + 80
U |
+ BO
o 150 1 | >
X + T0
= L &0 &
E 100 /_/_ﬁ_,_ﬁ’_/_“_’—’_H——l 50
[ |' {40 5
b 430 £
50 |
% T+ 20
& 10
1 - — ——— e, SE—— . E— '
0 2 4 -] 8

Test duration 10 min
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Prifinstitut Hoch enclosure 7 test report
weg PZ-Hoch-240738

=7 AE0 Flapurasn

T
MJlD {;_ D—-‘"I
Fladungen

Test for normal flammability
classifying B2 according to DIN 4102 with fire tests according to EN 1SO 11925-2

1. Description of test material in condition as delivered cf. page 2

2. Preparation of samplas

Samples for the ignitability apparatus were cut from the sample
The samples were kept in a climate 23/50 until they reached constant weight
Durance of flaming: 15 seconds

. Arrangement of samples freely suspended

L

Flaming side A and side B in warp and in weft direction

4. Date of test CW 20 in 2024

=. Resulis
PN 39070: edge-test [ surfacetest | ]
| samples no 1 23456 1 2 3 4 ] 6 | "=|
side/direction __;__F-i_B.S AK | BK | BK | BS :_.:a‘_ia | AK | BK BK”_E@_j_____
|ignition” RERIEEESREREF**" ¢ ‘El EIC
| measurement mark reached'” | 4 | 4 | |aslE - [SSSS -1 1o --B|S-R) o= $
|maximumflameheight | & |6 15| 414 5145|514 /4|6 |cm|
|time of max. flame height = S | 3|3 | 3 | 21415185 | S|4 ]s
F. 2 mu 6 |5 5|4 5166 /6|5|56]s
end of glowing | 15 |16 16 | 15[15 15|15 |15 15[15 15 15|,
flames were extinguished after” | - | 4| 4 | | -+ - | - | 5
smoke dE‘..'E|I:I|:I"IﬂI_'.:I§"JH|f}-; tle I moderate
dropping of buming material’2 e / e e e o sl B R |
Appearance after tesl: burned out til max. width 2 cm x height 7 cm ) |
PN 39070: edge-test ) surface-test I =
samples no, 1 2 | 3(415/6]1[2]3]4a]|65| _'.“?:_1' =
Eﬁﬂpwmr r AK | Bk | as|Bs]| - | - [ Ak | ex | as|es| - | - ’—|
gnifion” Hlalalelc ol IR IR Lolah |
| measurement mark reached’ : |- S [l = birocel Ml [ ] B L4 0 P i e !5

| maximum flame height | 2 |2(2(|2]|~]|~ |3 |4]4|4 = lem
| time of max. flame height i ol N ) B el ERECIERE: s

| Self-cessation of flames' |5 3| - pr (sl ) | 8 7 | 6 s
end of glowing | 15 [ 15[ 15 15 ~|15]15[15[18[ - | - |s _:
[flames were extinguished after / fo | = | =] | | - | - | - |s
ismokc development (visually) l very little _ _ _ line _ a

| dropping of burning material ' s - - | s et el No D oo I 20 B =I5
|Appearance after test bumned out till max. width 2 em = height8em e ST

" time denoted relative to beginning of tes! “ during 20 Sec - NQ QCoumence ng infermation

A side A B side B M warp S wefi
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CHOCH) gt enclosure 8 test repor
— i g tecnx PZ-Hoch-2407 38
Fladungen Trad =
pN3gore: | edge-test B surface-test r—_‘
Lol 2 P 5, S 0 - SR S R T S B T
| side/direction ] AK |BK|AS|BS| - | — |AK|BK|AS|BS| - | - | |
| T —
lignition' RO I . ] e 51 o ] B TR R Rl (o8 8
measurament mark reached oS- | A [ - | |5 |
maximum flame height 1 4 | 4 l 4 l s 5 I 6 | 6 6 | !'Pm !
time of max. flame height | 3 12|33 ] L O R N il G
Self-cessation of flameas” | 5 5 . ] . 3 | = ]=110(11 |1 . L I e |
end of glowing S | 5] . 5 . 16 . 6|16 | 15| 15 : |
flames were extinguished after' ‘ mil Bl s | | s |
smoke development (visually) | moderate | ; : :'1.::-;‘.:;;r'_d.la_-; : |
dropping of burning matarial'): o .ot e o Ml s o il B o) ol s o Bt i
| Appearance after lest: burned out till max. width 1,7 cm x height 8 cm - |
|PN380TZ: edge-test ' surface-test E
| samples no 1 |2[3]|4a]s|6]1]2]3]4a]5]6]>
I5.:-::e.-'-::ln:::,l;u:n AK BK | AS BS| - | - iﬁ.ﬁ BK | AS | BS -]
_‘M"'I = E’_? 2 1 3.4.3.3. . E
measurement mark reached S SR T I TR R i v Bl onll Lo
Imaximum flameheight | 5 |4 313 |- - ‘ 5|86 |65|—|=]em]
i_1imﬂ‘ max. flame height ‘ 6 714150 | 7 nj ¢ AL Rl el [
Self-cessation of flames’ E | 8 | 7 | -8 et B , 13|14 (1514 - | ~ s
| and of giowing [ ]1.8[15]15 ~[18]1616]16] - |~ ]s
fi@s'.-.'ere_ex'.mgmshed after’ | == it M 2l el M .= | [- / - ~ |5
smoke development (visually) little moderate .
dropping of buming '“u‘.er'ﬁ'-' B . ‘ el =]=1|s
.ﬁ.pseerau*:eﬁ?r test: burned out fill "n::m W :t.w 2 _H x.'!!-:lum 5 cm )
PN 39073: | _ edge-test _ | surface-test £
| samples no. - 1 |2]3|4]5|6]112]3|]4|5 615
Lsdn.-’dirn-::ti:un % AK |BK |AS |BS | - | - lhK BK A5 |BS | =
lignition” R e i P ol MM W B0 | Bl |
measurement mark reachad™ Bl i Ml Bl | {om e | -f | ] el
| maximumn flame height I EREIEIEY [ s[s/alaf-]-fm]
|time of max. flame height S RN ED | L o L N ]l 7
Self-cessation of flames” 7 | 88|17 - |15]115]15 115 - |s
|end of glowing | 18 |16{16]16|~ |~} . {16]16|15] |~ Is
![.ar-mswere extinguished after’ | - | A 4 | = | A | - | - | |s
smoke development (visually) little: . heavy iy
_j'npn.n_:;o*h.;rﬂ':g malerial's II =l P - - | - -- - _, I
| Appearance after tast: burned out till masx. width 1.5 cm x height 6.0 cm |
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2
Type: B1

Inspiration in every performance

:’rﬂ_a::\ﬁ‘:, Frmf::ﬂ'rt"rHDCh enclosure 9 test rep_irt
— it PZ-Hoch-240738
Fladungen LT e I
iFH 39074; edge-test ( surface-test i |
| samples no 2 |3 |al5|/8]1]2]13]4|]5]6] "
| sidefdirection AK BK | AS  BS = | AK | BK | AS BS | - il |
lgniton A EE I S S EAE ER IR ES ) P
measurement mark reached" | _ Bt sl iz bl i | 15 |
| maximum flame height 5 [ 5 4 13 73 ” | 5 5 . 5 I e it:r“ |
| time of max. flame height 7 |85 |4|~-]-|7|8|9]|10|~-|-]s
| Self-cessation of flames’ W B T8 ) =] +1C_ 115|185 = |- |s
ie_rui_oigluw ng. _ 18 | 1= | 19 _5 7 Bl e sk [ R I |5
l-’iarr"._Es were extinguished after | |=
i_sm_cke development (visually) moderate i heavy
dropping of buming material®i2 ; / 5
| Appearance after test burned out fil r"|:3x width 2.0 cm x r'mq.:'r. 8,0 cm o o o B .
EPN 39075: | edge-est _ surface-test E
| samples no 1 |23/ 4]5]6]4d 2 P34 ('5]86] "
side/direction | AK ,hK _._f-‘-.?i- BS nK_‘_f_:li._.ﬁ_S_l_E-E_-_ - _
lignition” | 5 [4]4 4| 404 [s\fe (&) -|s
| measurement mark reached - || & L - |s
maximum flame height | 1 | 3 . 3 | 3 | 2 5 [ 4 [ 4 v T I
| time of max. flame height 618|109 |~ 1 6 113 ]11]12 5
'self-cessatm&f_lﬂ'“e_s" 8 . 1q: 14 | 12 | - | 15 [ 15 : 15 ! 15 B B
end of glowing 15 |16 |15 |16 | - 15 (15 (15 (15| - | = |e
flames were extinguished after’ (e[ [ ==+ ||+ =] I=
smoke development (visually) i i .E T -'n;::;.\rzre. !
drapping of buming materia e[ v - = e || =] | = & I
Appearance HE-HH': ourmed out rl_r"ax wH"n 2 3.(;_r_'1 _{-I'el-g'ﬂ F0cr S 1|
FP_N 39076: | edge-test | s-u_rfél;e-teﬁ_t“ - _ = ‘
| samples no |1 2|13 | 4 5 5 1 2| 3| 4 5| 6 3
side/direction ax Bk |As|Bs| - | - [ak|Bk | As|Bs - |
ignition’ 2 1 2| 3 . Bl 5|65 - |- vS '
|rnca$uremen'. mark reached'” B N | Bl A ain Bl = 5 I
| maximum flame height | 3 | 3 i - Bl 2, 2,12 2 | = |em |
i1|"|"|-5 of max. flame height | 5 4 |7 | 8 | = 15 . 15 e [ e |s ‘
ESelf-cessatn" of flames’ ] 7 |14]15] 13 101515 |15 —- | — |s
| end of glowing 16 |15 | 15 |17 15 . 515 15| = | - -5
| smeke development (visually) moderale heavy |

| dropping of buming material'
t

| Appearance after test burmed out till max. width 2,0 em x height 6,0 cm
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

UjEss Inspiration in every performance

o Prifinstitut Hoch
/f| (o] h:} enclosure 10 test report
S~~~ lercherwag pZ-Hoch-240738
Fladungen D-#7450 Aadungen
PN 39077: edge-test surface-test | €
samples no. 1 [2]3Jals]e]1[z2]3]a][s]s] B
side/direction AK | BK | AS |BS | -- - | AK | BK | AS | BS - | |
| i ; c | l
lignition” I I 1, N U ol o il M i
| measurement mark reached"™ ol | e ]iale [oofe] w e | ]l s - | s
| maximum flame height B A8 & == &) & ]B |B]~ ]~ o]
En‘euﬂnax_@ﬁe height o n)ef1nf-]- +|14[13]| =] =g |
| Self-cessation of flames’ 13 (1411113 ~ it B B el Pl
|45 | 18 18 £ |
end of glowing |18 |15 16 |15 [15_ 161515 = | = |5 |
| flames were extinguished after” | - | - | - | - | = | - i do | e | A= | | = | = |s |
| smoke development (visually) moderate moderate _
dropping of buming matenal ' | = | ] = I O B T |5
Appearance after test: burmed out till max. width 2.0 cm x height 8.0 cm R
PN 39078: edge-test | surface-test | T‘
| samples no BE 2]3fals]Bal ¥ 2Talalis]s] =
side/direction | AK | BK |AS |BS | — - | AK | BK | AS |BS | -- = |
ignition’ B 2 Sl W W ¥ a W g S _ Sl
measurement mark reached g | 4| | - | < - | 4| | — |8
.Fm.'ammur"l flame height 3 = 3 ___3 ) 7 - "____2 _i1 4| 3 |~ |~ jem
| e
| time of max, flame height 1 8 SN | B | g | B _-.‘- | li ..-’_1[) =] = 1§ _!
| Self-cessation of flames” e Minin|-1=-1-) 15 | 15 _ 15 | = |*-‘~ '
end of glowing 15 (15115 (15| - | - f 15[ 15| 15 _|>S |
flames were extinguished after’ | == ] | ; f } _1*~ |
smoke development (visually) little | ittle |
{ =t el i ot of SRS IS S o RS : . i : : : !
}ﬂ:uplng of bumning material"® | = ||+ f- | _ A= o= o o | =] = | '
| Appearance after test: burned out till max. width 2.0 cm x height 8.0 cm
' PN 39079: | edge-test surface-test [ "=
[samplesno. - 1 2|13/ 4|/5]|6]1]2/3]/]4|5]6]9
side/direction AK BK|AS |BS| - | - |AK|BK |AS |BS| - | -
| ignition’ | I R 0 ]| il M [l ol e el | S
measurement mark reached"™’ | - | = I_ O e O - Is
| - — r + + s
| maximum flame height | 2 [ 3 | 2 2 el e 2 % 2 [ 2 b _-Jr':.rL
|time of max. flame height | 6 | 8 | 7 | E  Beclll Wetsl el _ | =] e L
| Self-cessation of flames” | 16 [15] 15|15 = | =] |F|F]|+]|=]|~]|s |
end of glowing 2 2|2\ 20| -]|-J15]15]4 4] - 5
| flames were extinguished after’ S ||| A= =] =] =]
smoke development (visually) maderate | moderate | 1
dropping of burning material'= -~ 4|4 -] = L f- | - A =] - |8
|Appearance after tesl. burned out till max. width 2,0 cm x height 6,0 cm
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2

Type: B1 . ..
ypP Insplratlon in every performance
('TEDC-_HW FEENTRC: ok enclosure 11 test report
S Lercherweg PZ-Hoch-240738
Fladungen D-97 450 Fadungen o
| PN 39080: L edge-test _surface-test | €]
| samples no. | 1 2|3 4)6]| 86 1[2[3 /4|68 o |
sideldirection AK | BK | AS | BS | -- AK |BK | AS | BS | = |
L — : — 4 : : R : ; |
ignition _ RO | £ b oo el (ol M) Ryl el [ e lpestol Il ..
_mcaﬁurcmcnt mark reached I e e I e R o B B O M i |5
| maximum flame height 2 |3 |2 |2 |=| =& &]|&]|&|=|= lom
t S e i = B f T ik

|time of max. flame height |
Self-cessation of flames pill | _ _ . _ _ | =
end of glowing LEE 22|22 122 - | - - | 161 15| 15 5

o o 1
flames were extinguished after e I I e e o il B I I
smoke development (visually) little little

dropping of buming material'™ = B B R T I B L B O R S o i

i

Appearance after test: burned out till max. width 2,0 cm x height 5,0 ¢m

iFN 3905‘]: - _. ~ edge-test A - surface-test | -
| samples no. 1 P - - 5 & 1 | 2 3 4 3 6 | 2
| side/direction _ Ak | Bk |as|Bs| - | - [Ak|BKk|As|BS |
!ignillcn' ] M il [ _! il i il e ] 1)
!_measwentrr_erh reached ™ il Kol N .l M| )l ol . 5

| maximum flame height [ E | 2_ 4 | — | — 2 | E | 2 | 2 | — | — jom
[time of max. flame height | 10 |10 | = [ |~ | = ||+ |+ = |~]|s

| Self-cessation of flames Ml o o 2 o W o] 65l 08 o B Wit i M 1S
endotgowing | 15 [18]22[z2] - | - [+ [+ [12[15] - [ -],
ﬂa’neswereextmgu:shedaﬁer' -t <= | = | o] = A f J |5

| smoke development (visually) i moderate _ moderate |
dropping of buming material' | ==+ = - |8

| Appearance after test: burmed out till max. width 2,0 cm x height 8,0 cm

lime denoled relative to beginning of test . during 20 Sec =f- NGO OCCUrrance - no information

A sides B sideB K. warp 5 wefl

6. Remarks and explanations to the testing procedure - none -

7. Opinion concerning the dropping of burning material
The test for normal flammability shows no dropping burning material
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

[EEE R Inspiration in every performance

O |
3
P
(K1]

Testing. Advising. Assuring.

Test report
No. 2011-2508-1
issued 12.01.2012
Auftragsdatum: 13.12.2011
Datum der Probenahme: no official taking out of the specimen from a
representative of the Exova Warringtonfire, Frankfurt

Eingang der Proben: 13.12.2011

Datum der Priifungen: 11.01.2012

Auftrag:

Determination of the ignition time according to nach EN 1101 (ISO 6940 ) and of the
vertical flame spread according to DIN EN 13772 with classification to DIN EN 13773.

Description / designation of the test object

Textile sample designated as “article (Schleier-) Nessel- and Dekomolton *
Description of the relevant test procedure

EN 1101

DIN EN 13772

DIN EN 13773 (Mai 2003)

05,04.2012
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Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2
[EEE R Inspiration in every performance

Testing. Advising. Assuring.

Test report No. 2011-2508-1 issued 12.01.2012 page 2 from 6

1. Description of the test material

1.1 Details of the customer:

Textile sample designated as “article (Schleier-) Nessel and Dekomolton”

Construction: Cotton flame retardant treated

Application area: Stage area and deko area

1.2 At the specimen preparation from Exova Warringtonfire, Frankfurt determined values:

Flame retardant treated cotton fabric

Colour: black
Thickness: 0,5 mm (average)
Square weight: 204 g/m? (average)

Testing after clima storing 23°C and 50% rel. Luftfeuchte.

05.04.2012
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

[EEE R Inspiration in every performance

o
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Testing. Advising. Assuring.
Test report No. 2011-2508-1 issued 12.01.2012 page 3 from 6
2.1.1 Test sheet according to EN 1101 (ISO 6940)
(Determination of the ignition time)
Test room: 21°C /40% r. L.F.
Ignition times: 1-20 s
Specimen no.| 1 2 3 4 5 6 7 8
Test direction LQ L L L L Q Q Q Q
Kind of ignition E/S E = E E E E E
Ignition time [s] 1 2 3 4 1 2 3 4
Total burn time [s] 1 2 3 4 1 2 3 4
After flame time [s] 0 0 0 0 0 0 0 0
After glow time [s] 0 0 0 0 0 0 0 0
After flaming = 5 [s] yes/no no no no no no no no no
Reaching of the upper edge yes/no | no no no no no no no no
of the specimen
Reaching the side edges yes/no no no no no no no no no
Drop of from sample parts* - - - - - - 3 5
Ignition of the filter paper® - - - - - - - -
Igntion yes/no | no no no no no no no no
If not the case, - L=length Q= width S =surface E =edge
Remarks: none

05.04.2012
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

LSRN Inspiration in every performance

Testing. Advising. Assuring.

Test report No. 2011-2508-1 issued 12.01.2012 page 4 from 6

2.1.2 Test sheet according to EN 1101 (ISO 6940)
(Determination of the ignition time)

Test room: 21°C/40% r. L.F.

Ignition times: 1-20s

Specimen no.| 9 10 11 12 13 14 15 16

Test direction L/Q L L L L Q Q Q o}
Kind of ignition E/S E E E E E E E E
Ignition time [s] 5 10 15 20 5 10 15 20
Total burn time [s] 5 10 15 20 5 10 15 20
After flame time [s] 0 0 0 0 0 0 0 0
After glow time [s] 0 0 0 0 0 0 0 0
After flaming = 5 [s] yes/no | no no no no no no no no
giizhisr;%;ggi UpHEEGASE yes/no | no no no no no no no no
Reaching the side edges yes/no | no no no no no no no no
Drop of from sample parts* - 5 - - - - - -
Ignition of the filter paper® - - - - - - - -
Igntion yes/no | no no no no no no no no
lfrotthe case, - L=length Q= width S=surface E =edge

Remarks: none

05.04.2012
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

[EEE R Inspiration in every performance

o]
Hll
Testing. Advising. Assuring.
Test report No. 2011-2508-1 issued 12.01.2012 page 5 from 6

2.2.1 Test results according to DIN EN 13772:
(Determination of the vertical flame spread)
Impact time of the radiator: 30s Ignition time: 10 s

Specimen no. 1 2 3 4 5 6
Test direction L/Q L L L Q Q Q
Kind of ignition S/E E E E E E E
Ignition time [s] 10 10 10 10 10 10
Total burn time [s] 18 20 17 18 {5 15
After flame time [s] 8 10 7 8 5 )
After glow time [s] 0 0 0 0 0 0
Reaching the 1. mark in [s] - - - - . -
Reaching the 2. mark in [s] - - - - - -
Reaching the 3. mark in [s] - - - 2 < .
Flame spread v1 [mm/min] 0 0 0 0 0 0
Flame spread v2 [mm/min] 0 0 0 0 0 0
Flame spread t v3 [mm/min] 0 0 0 0 0 0
Separating of sample parts® - = - = s =
Ignition of the filter paper® - - - - - -
Destroyed area length| [mm] 170 160 180 170 180 170
Destroyed area width | [mm] 30 30 40 40 30 40
lfnotthe case,-  L=length Q =widih S=surface E =edge
Remarks: none

05.04.2012
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

Wi Aikere Inspiration in every performance

Testing. Advising. Assuring.

Test report No. 2011-2508-1 issued 12.01.2012 page 6 from 6

3. Classification:

The in chapter 1 described material fulfilles the requirements of the class 1 according to
DIN EN 13773.

Besonderer Hinweis
The fire test result is only valid for the in chapter 1 described material.

In the composition with other materials (for example coatings, deposits) the burning behaviour could
be influenced unfavourable so that the above classification is not any longer valid.
The burning behaviour in composition with other materials has to be tested separately.

This test report replaces the translation of the test report 2011-2508 from January 12" 2012
(date of signature) which is invalid from now on

Frankfurt, 04" April 2012

P. Scheinkénig Dipl.-Ing. T. Zach&us
Tester in Charge Laboratory Supervisor

The results of the tests relate only to the behaviour of the test specimen which is designated in chapter one.

Test reports are only allowed to be published or reproduced, not changed in form and tenor without permission of the Exova Warringtonfire,
Frankfurt.

The abridged account of a test report is only allowed with the agreement of the Exova Warringtonfire, Frankfurt,

This test report is a translation of the German version 2011-2508-1 (issued 04.04.2012). In case of doubt only the German version is valid
The report contains 6 pages.

05.04.2012
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2
Type: NFPA 701

Inspiration in every performance

96-D Allen Boulevard

Farmingdale, New York 11735-5626 USA
Tel. +1 (631) 293-8944 Fax +1 (631) 293-8956
email: govmark.accounting@sgs.com

Page 1

Received:08/26 2019|C0mpleted:()8-‘27.201‘) Letter: F ! JR |P.().#:

Test Report #: 3-34211-0-

Client's
Identification

Draperies.

Style: Cyclorama Canvas NDFR. Composition: 100% Cotton. Weight: 200/220 gsm. Product End Use: Stage and Event

Tested For: Andrew Walsh Key Test: NFPA 701-2019 TM#1 275
J & C Joel, Ltd.
Corporation Mill, Corporation St.UK Tel: 011422 833 835 Ext:
Sowerby Brdg,Halifax,W Yorkshire Fax:
LE:2019 V:01/19 PC: 0.5H DL/jd
TEST PERFORMED: NFPA 701 - Standard Methods of Fire Tests for Flame Propagation of Textiles and Films
- 2019 Edition - Test Method #1
PRODUCT CONFIGURATI [x] Single Layer; [ Multi Layer
RESULTS REPORTED: [x] Initially; [ ] After 3 dry cleanings; [ ] After 5 launderings @ 160°F
RESULTS: Flamming
Afterflame* Drip/Debris Weight Loss
Specimen # (seconds) (seconds) (percent)
L 0 Q
2 0 0
3 0 0
4 0 0
5 0 0
6 0 0
7 0 0
8 0 0
9 0 0
0 0 0
Mean 0 Mean: 103
STATISTICAL VALUES: S = 1.5 3 8D = 4.5 Mean + 3 SD = 14.8
ABBREVIATIONS USED: SD = Standard deviation. NT = Not tested.
APPROXIMATE WEIGHT OF MATERIAL (as measured by SGS Govmark): 256 g/m?
PRECONDITIONING [x] 0.5 hx
[ 1 24 hrs Material shrinks/distorts @ 220°F)
CONVERSION FACTOR: g/m? = 28.35 x .835 = oz/yd?
NOTE:
1. All specimens prepared in the length direction.
2. See addendum for individual specimen weights.
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Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

Type: NFPA 701 Inspiration in every performance

96-D Allen Boulevard

Farmingdale, New York 11735-5626 USA

Tel. +1 (631) 293-8944 Fax +1 (631) 293-8956
email: govmark.accounting@sgs.com

Page 2
Recei\'e(l:OSs’Zé"QOE9‘C0mplel‘e(l:08"27 2019 |Letter: F ‘ JR |P.O#: Test Report #: 3-34211-0-
Client's Style: Cyclorama Canvas NDFR. Composition: 100% Cotton. Weight: 200/220 gsm. Product End Use: Stage and Event

Identification| Draperies.
Tested For: Andrew Walsh Key Test: NFPA 701-2019 TM#1 275
J & CJoel, Ltd.
Corporation Mill, Corporation St.UK Tel: 011422 833 835 Ext:
Sowerby Brdg,Halifax,W Yorkshire Fax:
REMARKS :
[x] Flames did not project above the top of the specimen.
[ ] Flames projected above the top of the specimen; Specimen #'s -
[ ] Other:

FAILURE CRITERIA: As cited by NFPA 701 - 2019 Edition Test Method #1

Weight Loss (percent)
Flaming Drip/Debris =  =----o--coooo oo

Afterflame (Mean) Mean Individual Specimen
% Exceeds 2 seconds Exceeds 40% Exceeds Mean + 3 SD
CONCLUSION: Based on the Results on page 1 and the above Failure Criteria cited by NFPA 701 - 2019

Edition Test Method #1, the item tested:

[x] Passes; [ ] Fails; [ ] Requires testing of 10 additicnal

i.e. only one individual specimen was noted

* Afterflame is required to be recorded; however, the NFPA document does not factor
it into the Failure Criteria reporting requirements. It should be noted that
excessive afterflames could be cause for rejection by local fire authorities
performing "match" field tests.

CERTIFICATION: I certify that the above results were obtained after testing specimens in accordance
with the procedures and equipfient specified above.

e 2 i
,:"66561 (T?LLUVU’b
SROWY £

AUTHORIZED SIGNATURE
SGS GOVMARK
/jab

sep 0 3 08

o
9
[Te]
®
N
0
o
N

The results contained in this report relate only to item(s) tested. The test report shall not be
reproduced. except in full, without written approval from Govmark.

File Copy

';]”: United Kingdom (== United Arab Emirates

® +44 1422833835 ® +971 48847801 .
8 uksales@jcjoel.com 8 menasales@jcjoel.com WWW.]G]OB'.Gom




Fire Test Certificate - Specimen
Fabric: Cotton Cyclorama Canvas 3.2
UiTes IRl Inspiration in every performance

> 4

Fladungen

Prifinstitut Hoch

Lerchenweg 1

D-97650 Fladungen

Tel.: 09778-7480-200

hoch.fladungen@t-online.de www.brandverhalten.de

PrUfinstitut fUr das Brandverhalten von Bauprodukten, Dipl.-Ing. (FH) Andreas Hoch
Bauaufsichtlich anerkannte Prif-, Uberwachungs- und Zertifizierungsstelle

KB-Hoch-241380-2
KLASSIFIZIERUNGSBERICHT

Klassifizierung des Brandverhaltens nach EN 13501-1

CLASSIFICATION REPORT

Reaction to fire classification according to EN 13501-1

"Art. 14/50 Schleiernessel | Gauze/Muslin"
"Art. 60/20 Baumwoll-Cretonne / Cotton Sheeting light"
"Art. 15/14 Dekomolton / Decomolton"
Gegenstand "Art. 24/28 Baumwollnessel / Cotton Canvas"
Subject "Art. 11/06 Eventmolton / Eventmolton"
"Art. 22/20 Satinmolton / Satinmolton"
"Art. 13/07 Biihnenmolton / Stagemolton"
"Art. 28/08 Kalmuck / Calmuc/Soundabsorber”

Beschreibung Gewebe aus 100% Baumwolle in verschiedenen Varianten und
Farben

Description 100% cotton fabric in different variations and colors

Klassllt_"lzue_rung B -s1,d0

Classification

Berichtsdatum

lsatis dste 09.12.2024

Geltungsdauer
Validity

Dieser Bericht umfasst 7 Seiten und darf nicht auszugsweise benutzt oder verdffentlicht werden. Fiir rechtliche
Belange ist ausschlieBlich der deutsche Wortlaut maRgebend.

The report comprises 7 pages and must not be used or reproduced partially or in extracts. For legal interests, only the
German wording is decisive.

30.11.2029 ? (siehe Abschnitt 5.1 / confer to section 5.1)

Y EN 13501-1:2018
2) Verlangerung auf Antrag / Prolongation on request

oo (( DAKKS
Mitglied eg.;tf der Durch die DAkkS nach DIN EN ISO/IEC 17025 akkreditiertes Pruflaboratorium. Deutsche
notified body: 1508 Die Akkreditierung gilt fur die in der Urkunde aufgefiihrten Prafverfahren et
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1. Einfiihrung / Introduction

Dieser Klassifizierungsbericht zum Brandverhalten definiert die Klassifizierung, die dem
Bauprodukt in Ubereinstimmung mit den VVerfahren nach EN 13501-1:2018 zugeordnet
wird.

This classification report defines the classification assigned to the construction product in
accordance with the procedures given in EN 13501-1:2018.

2. Beschreibung zum Bauprodukt / Description of the construction product

Das Produkt wird in den in Punkt 3.1 aufgefuhrten Prufberichten, die der Klassifizierung
zugrunde liegen, vollstandig beschrieben. Dabei wurde das Produkt mit den folgenden

Produktparametern getestet.

The product is fully described in the test reports in support of this classification listed in

section 3.1. The product was tested adhering to the following product parameters.

"Art. 14/50 Schleiernessel | Gauze/Muslin" { v
"Art. 60/20 Baumwoll-Cretonne / Cotton Sheeting light" e ~— T
"Art. 15/14 Dekomolton / Decomolton" A '\Q Ch/
"Art. 24/28 Baumwollnessel / Cotton Canvas" ‘w‘:—\a&mg’én
"Art. 11/06 Eventmolton / Eventmolton" "3 :
"Art. 22/20 Satinmolton / Satinmolton"
"Art. 13/07 Bithnenmolton / Stagemolton" - -
"Art. 28/08 Kalmuck / Calmuc/Soundabsorber”

Geprifte Gesamtdicke
Tested total thickness

Nominelles Flachengewicht des
gepruften Materials
Nominal weight per unit area of
the tested material

Materialzusammensetzung [ 100 % Baumwolle
Material composition | 100% cotton

RUF

bis

= (0,26 mm up to

=177 mm

bis

= 2
75 g/m up to

= 500 g/m?

Geprtifte Farben Wie in den zugrundeliegenden Berichten angegeben
| Tested colours With the density given in the underlying reports

Das Produkt erfiillt nach Angaben des Auftraggebers keine harmonisierte européische
technische Spezifikation (z.B. Produktnorm oder EAD).

According to the applicant, the product is not compliant with any harmonised European
technical specification (e.g. product standard or EAD).
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Inspiration in every performance

3. Priifberichte und Priifergebnisse als Grundlage dieser Klassifizierung

3 ¢ HOCI’M

Test reports and test results as a basis for this classification
3.1. Prifberichte / Test reports L e
Name des Labors Auftraggeber Priifverfahren Priifbericht,Batum
Name of laboratory Sponsor Test method Test report, date—
EN ISO 11925-2
(Einzelflammentest / PB-Hoch-241378-2
| single flame source test) 09.12.2024
| Prufinstitut Hoch
EN 13823 PB-Hoch-241379-2
(SBI) 09.12.2024
3.2. Ergebnisse / Results
Priifverfahren Parameter Angahl e Ergebnisse Anforderung fir ‘
Test method Parameter Prifungen Results B _.51 ,d0 [
Number of tests Requirements |
Fs max. 60 mm - :
Fs =150 mm ; o
EN ISO Flammenausbreitung héchstens 150 mm | . 12 ja erful_lt |
11925-2 | pame spread no more than 150 mm (insg. / total 57) yes compliant ‘
Brennendes Abtropfen | nein erfullt )
flaming droplets l no | compliant
Fs Maximale vertikale Flammenausbreitung [mm].
Maximum vertical flame spread [mm].
Tabelle / Table 1: Prifergebnis der Kleinbrennerpriifung / Resuit of single-flame source test

POS-02-FB0 Rev1
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Anzahl der Ergebnisse
Priifverfahren Parameter Brihingen (Mittelwert) Anforderung
Test method Parameter Nisnbar og; tails Results Requirement
| (average value)
[
FIGRAo 2wy 92 Wis A2/B: <120 W/s
C: <250 W/s
FIGRA 4mJ 92 Wis D: <750 Wis
A2/B: s75MJ
THRe00s 2,3MJ c: <15 M/
' ‘ s1: <30 ms?
22
EN 13823 SHOGRA 3 29 ms s <180 m¥s?
(insg. / total 19) s1:  s50m?
TSPesoos 16 m? 2 <200 m?
d0: Kein Brennen / no flaming
FDP do d1: =10 s Brenndauer / flaming
d2: > 10 s Brenndauer / flaming
LSF ! \ erfullt Rand der Probe nicht erreicht
‘ |  compliant Sample edge not reached

Erléuterungen / remarks:
FIGRAozms  Feuerwachstumswert [Wi/s] nach Ermreichen des THR-Schwellenwertes 0,2 MJ
Fire Growth Rate [W/s] after reaching a THR threshold of 0,2 MJ
FIGRAosms  Feuerwachstumswert [W/s] nach Erreichen des THR-Schwellenwertes 0,4 MJ ;
Fire Growth Rate [W/s] after reaching a THR threshold of 0,4 MJ ‘ACI
THRso00s Gesamte freigesetzte Warme wahrend der ersten 600 Sekunden Beflammung [MJ] |
Total heat release during the first 600 seconds of flame impingement [MJ] Fla
SMOGRA  Rauchentwicklungsrate [m?/s?] ?
Smoke Growth Rate [m%s?]

TSPeoos gesamte freigesetzte Rauchmenge wahrend der ersten 600 Sekunden Beflammung [m?]
Total smoke production during the first 600 seconds of flame impingement [m?]
| LSF seitliche Flammenausbreitung bis zur Autenkante des langen Probenfiligels
lateral spread of flame, reaching the far edge of the large sample wing
FDP brennendes Abtropfen wéhrend der ersten 600 Sekunden Beflammung [s]

flaming droplets / particles during the first 600 seconds of flame impingement [s]
Tabelle / Table 2: Prifergebnisse der SBI-Prufungen / SBI test results
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4. Klassifizierung und Anwendungsgebiet / Classification and field of application
4.1, Klassifizierung / Classification

Die Klassifizierung ist nach EN 13501-1:2018, Abschnitt 11 (Bauprodukte mit Ausnahme
von Bodenbelagen) erfolgt.

This classification has been carried out acc. to EN 13501-1:2018, section 11 (construction
products, excluding floorings).

Brandverhalten Rauchentwicklung Brennendes Abtropfen/Abfallen
reaction to fire smoke production flaming droplets
B - s 1 , d 0 [

Klassifizierung / Classification: B — $1,d0

4.2. Anwendungsgebiet / Field of application

Die Klassifizierung in Abschnitt 4.1 ist nur fir das auf Seite 1 genannte und im Abschnitt 2
sowie den in Abschnitt 3.1 genannten Prufberichten néher beschriebene Bauprodukt

gultig.

Die Klassifizierung ist auRerdem fur die folgenden Produktparameter gltig: ——
Farbe beliebig

Dekomolton leicht 130 g/m?

(2 “C ~n
\ LAY |

Fladunger

Diese Klassifizierung gilt fiir folgende Endanwendungsbedingungen:

- Freihangend. LA
Evtl. angrenzende flachige Baustoffe miissen mindestens der Klasse A1 oder A2-
s1,d0 nach EN 13501-1 entsprechen und eine Dicke von mindestens 9 mm und eine
Rohdichte von mindestens 653 kg/m? aufweisen. Der Abstand des Produkts zu
diesen Baustoffen, muss mindestens 40 mm betragen. Ausgenommen davon sind
Untergrinde aus Gipsplatten, die nicht in diesem Endanwendungsbereich
mitinbegriffen sind.

P0S-02-FBO8 Rev1

';]”: United Kingdom (== United Arab Emirates

® +44 1422833835 ® +971 48847801 .
8 uksales@jcjoel.com 8 menasales@jcjoel.com WWW.]G]OB'.Gom




Fire Test Certificate - Specimen

Fabric: Cotton Cyclorama Canvas 3.2

Type: EN13501-1 Inspiration in every performance

. 4
Prifinstitut Hoch Seite 6 von 7 des Klassifizierungsberichts
Lerchenweg | page 6 of 7 of classification report
Fladungen D-97650 Fladungen KB-Hoch-241380-2

The classification in section 4.1 is valid solely for the product referred to on page 1 and
described in detail in section 2 as well as in the test reports listed in section 3.1.

The classification is additionally valid for the following product parameters:
Arbitrary colour
Decomolton light 130 g/m?

This classification is valid for the following end use conditions:
- Freely suspended.
If fixed in front of underlying materials, these have to be at least of class A1 or
A2-s1,d0 (EN 13501-1) and must have a thickness of at least 9 mm and a gross
density of no less than 653 kg/m>. The distance of the product to these upaderlying
materials must be at least 40 mm. Gypsum plasterboards are exempt as underlyrng
materials and are not included in this end use condition.

5. Einschrinkungen / Limitations = T iadune®”
5.1. Geltungsdauer / Duration of validity !

Die Klassifizierung gilt bis zum auf Seite 1 angegebenem Datum. Sie kann nach einer—
Uberprifung des Brandverhaltens verlangert werden. Der Klassifizierungsbericht verliert
auBerdem seine Giiltigkeit, wenn sich die Klassifizierungskriterien geman DIN EN
13501-1 andern oder erganzt werden, oder wenn die Produktzusammensetzung oder der
Produktaufbau geéndert werden.

Wenn keine kontinuierliche Uberpriifung des Brandverhaltens durch den Hersteller statt-
findet, verliert dieser Klassifizierungsbericht bei jeder Anderung des Produktions-
prozesses, des Produktionsumfeldes, der Ausgangsstoffe oder der Zulieferer der
Komponenten seine Giiltigkeit. Das Brandverhalten muss dann erneut nachgewiesen
werden.

This classification remains valid no later than until the date stated on page 1. It can be
renewed after re-evaluation of the reaction to fire. This classification also loses its validity
as soon as the classification criteria according to DIN EN 13501-1 are altered or
amended, or as soon as the product formulation or its composition are altered.

If the fire behaviour of the product is not continuously monitored by the manufacturer,
each change in either of production process, production environment, raw materials, or
chain of suppliers causes this classification to become invalid. In this case, the fire
behaviour has to be reassessed.

5.2. Hinweise / Remarks

In Verbindung mit anderen Baustoffen, mit anderen Abstanden, Befestigungen,
Fugenausbildungen/Verbindungen, Dicken- oder Rohdichtenbereichen, Beschichtungen
als in den Abschnitten 2 und 4.2 angegeben, kann das Brandverhalten negativ beeinflusst
werden, so dass die Klassifizierung in Abschnitt 4.1 nicht mehr gilt. Das Brandverhalten
von anderen als den oben angegebenen Parametern ist gesondert nachzuweisen.

Used in combination with other materials, esp. other substrates/backings, air gaps/voids,
types of fixation joints, thickness or density ranges, coatings than those given in sections
2 and 4.2, the fire performance is likely to be influenced negatively, so that the
classification assigned in section 4.1 will no longer be valid. The fire performance with
parameters other than those given above has to be tested and classified separately.

Dieser Klassifizierungsbericht ersetzt nicht einen gegebenenfalls notwendigen
baurechtlichen / bauaufsichtlichen Nachweis nach Landesbauordnung

This classification report is in no case a substitute for any required certification according
to German building regulations.
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Der Klassifizierungsbericht darf ohne vorherige Zustimmung des Prifinstitut Hoch nur
innerhalb des Geltungszeitraumes (siehe Abschnitt 5.1) und nur vollsténdig und nach
Form und Inhalt unveréndert veréffentlicht oder vervielfaltigt werden.

Without written consent of the test laboratory, this test report may only be published or
reproduced during its denoted period of validity (cf. section 5.1), providing that no changes
to appearance or content are made and the report is complete.

Dieses Dokument stellt keine Typzulassung oder Zertifizierung des Produktes dar.
This document does not represent type approval or certification of the product.

Fladungen, 09.12.2024

Sachbearbeiterin Leiter der Prufstelle
Clerk in charge o Head of test laboratory
=Y. e = -
o /7 - Y TG
b | 2 Fladunger h A
(B. Eng. Susanne Hart) <% = (Dipl.-Ing.(FH) Andreas Hoch)
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AWTA ProbucT TESTING

Australian Woal Testing Authority Ltd - trading as AWTA Product Testing
A.B.N 43 006 014 106

1st Floor, 191 Racecourse Road, Flemington, Victoria 3031
P.O Box 240, North Melbourne, Victoria 3051
Phone (03) 9371 2400

TEST REPORT

Client:  J&C Joel Ltd Test Number : 22-001079
Corporation Mill, Corporation Street Issue Date 5/04/2022
Sowerby Bridge, Halifax, HX6 2QQ Print Date 5/04/2022
ENGLAND
Sample Description Clients Ref: "Cyclorama Canvas”
Woven fabric
Colour : White
End Use: Curtains/Drapery

Nominal Composition : 100% Cotton
Nominal Mass per Unit Area/Density :
Nominal Thickness : Approx: 0.75mm

200-220g/m2

265101 57503 Page 10of2

©  Australian Wool Testing Authority Ltd
Copyright - All Rights Reserved

A Accredited for compliance with ISO/IEC 17025 - Testing

NATA

N

Samples and their identifying descriptions have been provided by the client unless otherwise stated. AWTA
Ltd makes no warranty, implied or otherwise, as to the source of the tested samples. The above test resulis
relate only to the sample or samples tested. This document shall not be reproduced except in full and shall
be rendered void if amended or altered. This document, the names AWTA Product Testing and AWTA Ltd
may be used in advertising providing the content and format of the advertisement have been approved by
the Managing Director of AWTA Lid.
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AW TA ProbucT TESTING

Australian Wool Testing Authority Ltd - trading as AWTA Product Testing
A.B.N 43 006 014 106

1st Floor, 191 Racecourse Road, Flemington, Victoria 3031
P.O Box 240, North Melbourne, Victoria 3051
Phone (03) 9371 2400

TEST REPORT

Client:  J & C Joel Ltd Test Number : 22-001079
Corporation Mill, Corporation Street Issue Date i 5/04/2022
Sowerby Bridge, Halifax, HX6 2QQ Print Date . 5/04/2022
ENGLAND
AS 1530.2-1993 Methods for Fire Tests on Building Materials, Components and Structures.
Part 2: Test for Flammability of Materials
Date Tested 05-04-2022
Flammability Index 1
Length Width
Spread Factor 0 0
Heat Factor 1 1
Maximum height (d)
Mean 1.1 1.1
Coefficient of Variation 18.8 188 %
Heat (a)
Mean 1.5 1.5 °C.min
Coefficient of Variation 0.0 00 %
Number of Specimens Tested 6 6
Observation Visible smoke.

These test results relate only to the behaviour of the test specimens of the material under the
particular conditions of the test, and they are not intended to be the sole criterion for assessing the
potential fire hazard of the material in use.

265101 57503 Page 2 of 2
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be rendered void if amended or altered. This document, the names AWTA Product Testing and AWTA Lid
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AW TA ProbucT TESTING

Australian Wool Testing Authority Ltd - trading as AWTA Product Testing
A.B.N 43 006 014 106

1st Floor, 191 Racecourse Road, Flemington, Victoria 3031
P.O Box 240, North Melbourne, Victoria 3051
Phone (03) 9371 2400

TEST REPORT

Client:  J & C Joel Ltd Test Number : 22-001081
Corporation Mill, Corporation Street Issue Date 7/04/2022
Sowerby Bridge, Halifax, HX6 2QQ Print Date 7/04/2022
ENGLAND
Sample Description Clients Ref : "Cyclorama Canvas"
Woven fabric
Colour : White
End Use : Curtains/Drapery

Nominal Composition : 100% Cotton
Nominal Mass per Unit Area/Density :
Nominal Thickness : Approx: 0.75mm

200-220g/m2

265254 57505 Page 10of 3
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AWTA ProbucT TESTING

Australian Wool Testing Authority Ltd - trading as AWTA Product Testing
A.B.N 43 006 014 106

1st Floor, 191 Racecourse Road, Flemington, Victoria 3031
P.0O Box 240, North Melbourne, Victoria 3051
Phone (03) 9371 2400

TEST REPORT

Client:  J& C Joel Ltd Test Number : 22-001081
Corporation Mill, Corporation Street Issue Date : 7/04/2022
Sowerby Bridge, Halifax, HX6 2QQ Print Date : 7/04/2022
ENGLAND
AS/NZS 1530.3-1999 Methods for Fire Tests on Building Materials, Components and Structures

Part 3: Simultaneous Determination of Ignitability,
Flame Propagation, Heat Release and Smoke Release

Face tested: Face
Date tested: 06-04-2022

Standard Error Mean
Ignition time Nil Nl min
Flame propagation time Nil Nil  sec
Heat release integral Nil Nil  kJ/im?
Smoke release, log d 0.0460 -2.1053
Optical density, d 0.0081 /metre
Number of specimens ignited: 0
Number of specimens tested: 6

Regulatory Indices:

Ignitability Index 0 Range 0-20
Spread of Flame Index 0 Range 0-10
Heat Evolved Index 0 Range 0-10
Smoke Developed Index 0-1 Range 0-10
265254 57505 Page 2 of 3
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AWTA ProbucT TESTING

Australian Wool Testing Authority Ltd - trading as AWTA Product Testing
A.B.N 43 006 014 106

1st Floor, 191 Racecourse Road, Flemington, Victoria 3031
P.O Box 240, North Melbourne, Victoria 3051
Phone (03) 9371 2400

TEST REPORT

Client:  J&C Joel Ltd Test Number : 22-001081
Corporation Mill, Corporation Street Issue Date H 7/04/2022
Sowerby Bridge, Halifax, HX6 2QQ Print Date . 7/04/2022
ENGLAND

Smoke Developed Index is reported as 0-1 due to the inability of the smoke measurement
equipment to resolve an index of zero.

The reaction of thin unsupported flexible materials to flame impingement can be assessed in
accordance with AS 1530.2. Where materials of thickness less than 2mm that are sufficiently
flexible to be bent by hand around a mandrel of 2mm diameter or less are subjected to the test
described herein, they should also be subjected to the test in AS 1530.2.

Ignition is initiated by a pilot flame that is held near, but does not touch the specimen. A material
that does not ignite during the standard test may ignite if contacted with a pilot flame during the
test.

To allow free movement of sample during testing all corners were folded away from the clamps.

The specimens were mounted to simulate use in an unsupported or free hanging mode. The
results may be significantly different when mounted to simulate a wall cladding or upholstery
application.

Each test specimen was sandwiched between two layers of galvanised welded square mesh
made from wire of nominal diameter 0.8mm and nominal spacing 12mm in both directions,
stapled through at four points, each 100mm from the centre of the sample and the assembly
clamped in four places.

These results only apply to the specimen mounted, as described in this report. The result of this
fire test may be used to directly assess fire hazard, but it should be recognised that a single test
method will not provide a full assessment of fire hazard under all fire conditions.
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