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 Chamberlain Plastics International Limited 
 Specialist Converters of Films and Laminates 

 
 Unit M, Bury Close, 
 Higham Ferrers, 
 Wellingborough, 
 Northamptonshire, 
 NN10 8HQ, England. 
 Telephone: (0)1933 353875. 
 Facsimile: (0)1933 410206. 
 Email: sales@chamberlain-plastics.co.uk 
 
 
 
 

MATERIAL:  0.20mm Silver Polish FNM 5 F/R 
 
 This is to certify that the above material conforms to: 
 
   BS476: Part 7: 1971 Surface Spread of Flame. 
   BS476: Part 6: 1981 Fire Propagation Test. 
 
 
 

MATERIAL:  0.20mm Gold 23 Polish FNM 5 F/R 
 
 This is to certify that the above material conforms to: 
 
   BS476: Part 7: 1987 Surface Spread of Flame. 
   BS476: Part 6: 1989 Fire Propagation Test. 
 
  
 
 The materials can be defined as a Class 0 material in accordance with Appendix A, 

Clause A8 of the Approved Document B2/3/4/to the Building Regulations 1985. 
 
 
 Signed for and on behalf of 
 Chamberlain Plastics International limited 

  
 Technical Manager 
 
 

 

Fire Test Certificate
Fabric:	 Mirror
Type:		  BS476

– Specimen
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