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Yeur notice of Yoeur reference Date
66-047-2018 30-07-2018
| Analysis Report 18.03987.01 |

Required tests :

BN IS0 6940 (2004) Textile fabrics - Determination of ease of ignifion of vertically
oriented speeclmens.

EN IS0 6941 (2603) Measurement of flagne spread propertics of vertically oriented
specimens.

fdentification fnformation given by the client Date of receipt

number

T1816356 614.013 06-07-2018

Mieke Demeyer

Orsder tesponsible

This report may bs reproduced, as long as i is presented in its entize fovm, without wristen permission of Centexbel
The resufts of the analysis cover the received sanples. Centexbel is not vespensible for the repl iveness of the samples.
In i with the specifications, we did not take inlo account the uncertaingy on the tes{ results.
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Reference: TIBI6356 - 614.013

Textile fubrics - Determingtion of ease of ignition of vertically oviented specimeris.

Date of ending the test 20-07-2018
Standard used EN 150 6940 (2004)

Deviation from the standard -

Conditioning 20°C, relative humidity 65%
[gnition Bottom edge

The test specimens have not been cleaned nor submitted to an accelerated ageing procedure,

Lenpth
Flame applicaiion Cases of Cases of
titne (3) ignition non-ignition
1 0 i
2 0
3 0 i
4 0 i
5 ] I
6 0 1
7 0 i
8 0 I
9 0 I
H 0 1
H 0 2
12 1 |
13 0 1
14 0 1
I5 0 i
16 0 1
17 0 1
18 0 I
19 0 !
20 0 5

The test requires at least five instances of ignition and five instances of non-ignition,
Because less than 5 instances of ignition have been measured, and taking into account §12 of
IS0 6940, a ‘non-ignition” for this test is recorded

Performed under acereditation in the fire lab under the responsibility of Micke Demeyer

UK Europe Middle East Vietham Macau Hong Kong
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Width
Flame application Cages of Cases of
time (s} ignition non-ignition
i

1
19}
12
i3
14
15
16
17
12
19
20
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No ignition within 20 s

Pertormed under seereditation in the fire lab under the responsibility of Mieke Demeyer

UK Europe Middle East Vietnam Macau Hong Kong
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Reference: TIB16356 - 614.013

Measurement of flame spread properties of vertically eriented specimens.

Date of ending the iest 20-07-2018
Standard used ENISO 6941 (2003)

Deviation from the standard “
Conditioning 20°C, relative humidity 65%
fgnition Procedure B - bottom edge ignition

The test specimens have not been cleaned nor submitted to an accelerated ageing procedure,

Flame application time (3) 10
Length 1 Width
i 2 3 1 2 3
Afterflame time (5) 10 1] 27 0 0] 0
Time to sever 220 mm thread, t1 (s) u y . . A
Time to sever 370 mm thread, 2 (s) . # * w . o
| Time to sever 520 mm thread, 3 (s} * . * * #* *

# = thread not severed.

Performed under accreditation in the fire lab under the respousibility of Mieke Demeyer

UK Europe Middle East Vietham Macau Hong Kong




