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Composition & Care

150 cm                       

Fire Certificate

BS5867 Part 2 Type B

BS5867 Part 2 Type C

M1

B1

EN13773
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Confirmation that the fabric meets one or more flame 
retardant standards

BS5867 BS5867 Pt2 B is the British Standard for flame retardant fabrics 
used for curtains and drapes

BS5852 BS5852 Pt1 is the British Standard for flammability of 
upholstered composites for seating

BS4790 BS4790: 1987 Determination of the effects of a small source of 
ignition on textile floor coverings hot metal nut method (method 1, loose 
laid)

EN13773: 2003 Meets European fire safety standards for vertically hung 
fabrics. Burning behavior, ignitability testing of curtain fabric for use in 
the contract market.

TL 1080-0002/8 German Military Specification for horizontally tested 
materials

EN14041 Details the requirement for CE Marking of textiles, laminate 
and resilient floor coverings

BS7905-1:2001 Lifting equipment for performance, broadcast and 
similar applications.

M1, M2, M4 Conforms to French Fire Regulations

B1, B2 Conforms to German Fire Regulations DIN 4102

IMO Conforms to International Maritime Organisation regulations

Classe Uno Meets Italian Fire Regulations

BS EN13501-1 Fire Classification of construction, products and building 
elements. Classification using test data from reaction to fire tests

CFC EN ISO 9239-1 Reaction to fire test. Horizontal surface spread of 
flame on floor covering system. Determination of the burning behaviour 
using a retardant heat source

NFPA 701 NFPA 701: (USA) Standard Methods of Fire Tests for Flame 
Propagation of Textiles and Films

EN9239-1 Reaction to fire tests – horizontal surface spread of flame on 
floor covering systems

DIN EN1021 Meets European fire safety standards for exposure to 
different ignition sources, namely a lit cigarette and butane flame. 
Assessment of the ignitability of upholstered furniture

TECHNICAL
NDFR
Non Durably Flame Retardant
chemically treated with a water solution and if wetted in any 
way should be retreated

DFR
Durably Flame Retardant
chemically treated to withstand a number of cleanings

IFR
Inherently Flame Retardant
woven from fibres with a high flame retardancy

FR
Flame Retardant
chemically treated to an individual specification

NOT FR
Not Flame Retardant no flame retardant treatment

ATTRIBUTES
Approx roll length of material  
in linear metres (m) & feet (ft)

Approx width of material in 
centimetres (cm) & inches (”)

Approx weight in grams per metre squared (g/m2)

Approx thickness in (mm)

Classe Uno

NFPA 701

IMO
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35



For further information please contact our sales team sales@jcjoel.com
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Datasheet - Fabrics & Flooring
Mercury 3.0
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Flame Retardancy IFR
Fire Certification BS5867, M1, B1, EN13773, Classe Uno, NFPA 701, IMO
Brand Name 
(and Manufacturer) J&C Joel Ltd.

Material 
(Blending Ratio) 100% Polyester

Construction of Fabric Plain Weave

C
he

m
ic

al
s

Surface Treatments None
Brand Name of Flame 
Retardant Chemicals N/A

Chemical name of Flame 
Retardant Chemicals N/A

Process of Flame 
Retardant Chemicals N/A

C
ar

e

Information Inherently Flame Retardant to BS5867 Part 2 Type B, M1, B1, 
EN13773, Classe Uno, NFPA 701 and IMO. This means that the 
man-made fibres are flame retardant for life and if wet, would not need 
to be re-flameproofed. Therefore, the cloth will withstand wet cleaning 
but we would advise and suggest professional dry cleaning only, using 
the correct chemical process.

Notwithstanding the aforementioned, it would be our advice to only dry 
clean this material periodically. We would suggest that the curtain be 
soft-brushed on a regular basis and periodically cleaned using a 
vacuum and drapery attachment.

This fabric is not pre-shrunk.
Laundering Treatment

Notes

To ensure you get the best from the product supplied to you, we advise you follow the care instructions within 
this datasheet. 

Sensitive Dry Cleaning Do Not Wash Do Not Bleach Do Not Iron Do Not Tumble Dry

5

Width:

300cm / 118”
Approx Roll Length:

30m / 98ft
Fire Rating:

IFR
Colours 

Available

25
Weight:

255 g/m2

P

Fire Certification:

BS5867, M1, B1, EN13773, 
Classe Uno, NFPA 701, IMO
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This is hereby certified to be a correct return of the tests made of the items referred to herein 

        

Dale Brockbank  
Materials Testing Manager 
13 July 2016 

 Unless instructed otherwise by the client sample remnants will be disposed of after 28 days. 
 Opinions and interpretations expressed herein are outside the scope of UKAS accreditation. 
 Uncertainty budgets for test methods contained within this report are available on request. 
This Certificate relates only to the sample received and, unless that sample has been drawn by the staff of this 
laboratory, or its agent, and endorsed accordingly, any application of the result to a bulk quantity or other material 
is entirely the responsibility of the client. 
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Nepshaw Lane South, Morley, Leeds, LS27 7JQ 
Materials Testing Manager:  D. J. Brockbank 
t: 0113 393 9791 
e: dale.brockbank@wyjs.org.uk 
www.wyjs.org.uk/materialstesting 
 

TEST REPORT 
 

Client: Edmund Bell & Co Ltd 
Unit E1 A Kingsway Business Park 
John Boyd Dunlop Drive 
Rochdale 
OL16 4NG  

Entry No: 76542 

Date received: 17/06/2016 

Client’s Description: Sample of fabric: Venus 

Test Required: Flammability BS 5867-2: Type C  

Pre-treatment: Tests were made both before and after 50 Washes in accordance with BS EN 
ISO 10528: 1995 standard wash procedure (Type A) at 75 Degrees C followed by 
line and press drying.  

Conditioning: A minimum of 24 hours at 65+/-5% Relative Humidity, 20+/-2°C 

Date Tests Completed: 13/07/2016 

Method of Test: BS EN ISO 15025 : 2002 Procedure A (surface ignition) 
 
The results may not apply to situations where there is restricted air supply or prolonged exposure to large 
sources of intense heat as in a conflagration. 

Flame application times 5, 15, 20 and 30 seconds using propane gas 
 
As Received 
 

Both Face and back tested Fabric Length direction Fabric Width direction 
Specimen number Face 1 ↑ Back 2 ↓ Face 3 → Back 4 ← 
Flame reached an edge ( or X) X X X X 
Hole reached an edge ( or X) X X X X 
Flaming debris (or X) X X X X 
Duration of flaming (s) 0 0 0 0 
Duration of afterglow (s) 0 0 0 0 

 
 

-------------------------------------------------------------------End of Page------------------------------------------------------------- 
 
 
 
 
 

Fire Test Certificate
Fabric: Mercury 
Type:  BS5867 Part 2 Type C
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The results may not apply to situations where there is restricted air supply or prolonged exposure to large 
sources of intense heat as in a conflagration. 

Flame application times 5, 15, 20 and 30 seconds using propane gas 
 
After Washing 
 

Both Face and back tested Fabric Length direction Fabric Width direction 
Specimen number Face 1 ↑ Back 2 ↓ Face 3 → Back 4 ← 
Flame reached an edge ( or X) X X X X 
Hole reached an edge ( or X) X X X X 
Flaming debris (or X) X X X X 
Duration of flaming (s) 0 0 0 0 
Duration of afterglow (s) 0 0 0 0 

 
 

Comments 
 
On the basis of the tests carried out this sample of fabric meets the Type C requirements of  
BS 5867-2: 2008. 
 
 

---------------------------------------------------------------End of Document---------------------------------------------------------- 
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OUR LETTERS AND REPORTS ARE FOR THE EXCLUSIVE USE OF THE CLIENT TO WHOM THEY ARE ADDRESSED. ANY COMMUNICATION TO OTHERS OR THE USE OF OUR COMPANY NAME MUST RECEIVE PRIOR 
APPROVAL. OUR TEST RESULTS APPLY ONLY TO THE SAMPLE TESTED AND ARE NOT NECESSARILY INDICATIVE OF THE QUALITIES OF APPARENTLY IDENTICAL OR SIMILAR PRODUCTS. SAMPLES NOT DESTROYED 
IN TESTING ARE RETAINED A MAXIMUM OF THIRTY DAYS. THE LETTERS, REPORTS OR NAME OF DIVERSIFIED TESTING LABORATORIES, INC. MAY NOT BE USED IN ADVERTISING TO THE GENERAL PUBLIC. 

May 27, 2021 

Ms. Ashley Addy 
EDMUND BELL & CO LTD 
Unit E1A Kingsway Business Park 
John Boyd Dunlop Drive 
Kingsway, Rochdale 
United Kingdom  OL16 4NG 

Reference: Laboratory Test Report 
 Lab Identification No. 45854 
 Invoice No. 77111 

Dear Ms. Addy: 

One (1) fabric sample, identified as 6904/6905 VENUS, was received and tested in accordance with the National Fire 
Protection Association No. 701, "Standard Methods of Fire Tests for Flame Propagation of Textiles and Films, 2019 Edition, 
(Test 1)". The results are as follows: 

Test Results 

Specimen Number Residual Flame Weight Loss 
 (seconds) (percent) 

1 0.0 17.32 
2 0.0 15.93 
3 0.0 14.95 
4 0.0 19.73 
5 0.0 16.31 
6 0.0 14.74 
7 0.0 21.97 
8 0.0 14.41 
9 0.0 19.55 
10 0.0 20.71 

AVG 0.0 17.56 

The sample submitted meets the minimum requirements of the above standard. The average percent weight loss cannot 
exceed 40% and the weight loss of individual specimens cannot exceed mean value plus three standard deviations. The 
average residual flame cannot exceed 2.0 seconds. 

If there are any questions or when we can be of further assistance, please let us know. 

Sincerely, 

 

Brian S. Dement 

BSD/mr  

Fire Test Certificate
Fabric: Mercury
Type:  NFPA 701 

– Specimen
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OUR LETTERS AND REPORTS ARE FOR THE EXCLUSIVE USE OF THE CLIENT TO WHOM THEY ARE ADDRESSED. ANY COMMUNICATION TO OTHERS OR THE USE OF OUR COMPANY NAME MUST RECEIVE PRIOR 
APPROVAL. OUR TEST RESULTS APPLY ONLY TO THE SAMPLE TESTED AND ARE NOT NECESSARILY INDICATIVE OF THE QUALITIES OF APPARENTLY IDENTICAL OR SIMILAR PRODUCTS. SAMPLES NOT DESTROYED 
IN TESTING ARE RETAINED A MAXIMUM OF THIRTY DAYS. THE LETTERS, REPORTS OR NAME OF DIVERSIFIED TESTING LABORATORIES, INC. MAY NOT BE USED IN ADVERTISING TO THE GENERAL PUBLIC. 

 

May 27, 2021 

Ms. Ashley Addy 
EDMUND BELL & CO LTD 
Unit E1A Kingsway Business Park 
John Boyd Dunlop Drive 
Kingsway, Rochdale 
United Kingdom  OL16 4NG 

Reference: Laboratory Test Report 
 Lab Identification No. 45854 
 Invoice No. 77111 

Dear Ms. Addy: 

One (1) fabric sample, identified as 6904/6905 VENUS, was received and tested in accordance with 
the National Fire Prevention Association No. 701, "Standard Methods of Fire Tests for Flame 
Propagation of Textiles and Films, 2019 Edition, (Test 2, Folds Configuration)". The results are as 
follows: 
 

Test Results 

Specimen Number After Flame (seconds) Residual Flame (seconds) Char Length (inches) 

1 0.0 0.0 10.0 
2 0.0 0.0 8.5 
3 0.0 0.0 11.0 
4 0.0 0.0  9.5 

 
The fabric sample submitted meets the minimum requirements of the above standard. The length of 
char on the individual folded specimens shall not exceed 41.3 inches. Additionally, no specimen shall 
continue flaming for more than two (2) seconds after the test flame is removed and no residues shall 
fall to the floor of the test chamber and continue flaming for more than two (2) seconds at any time 
during the test. 

If there are any questions or when we can be of further assistance, please let us know. 

Sincerely, 

 
Brian S. Dement 

BSD/mr 

Fire Test Certificate
Fabric: Mercury
Type:  NFPA 701 
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This is hereby certified to be a correct return of the tests made of the items referred to herein 

        

Dale Brockbank  
Materials Testing Manager 
14 October 2016 

 Unless instructed otherwise by the client sample remnants will be disposed of after 28 days. 
 Opinions and interpretations expressed herein are outside the scope of UKAS accreditation. 
 Uncertainty budgets for test methods contained within this report are available on request. 
This Certificate relates only to the sample received and, unless that sample has been drawn by the staff of this 
laboratory, or its agent, and endorsed accordingly, any application of the result to a bulk quantity or other material 
is entirely the responsibility of the client. 
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Nepshaw Lane South, Morley, Leeds, LS27 7JQ 
Materials Testing Manager:  D. J. Brockbank 
t: 0113 393 9791 
e: dbrockbank@wyjs.org.uk 
www.wyjs.org.uk/materialstesting 
 

TEST REPORT 
 

Client: Edmund Bell & Co Ltd 
Unit E1 A Kingsway Business Park 
John Boyd Dunlop Drive 
Rochdale 
OL16 4NG 

Entry No: 80046-01 

Date received: 12/10/2016  

Client’s Description: Sample of fabric: Venus  

Test Required: Flammability in accordance with IMO 2010 FTP CODE ANNEX 1 PART 7 

Pre-treatment: None  

Conditioning: A minimum of 24 hours at 65+/-5% Relative Humidity, 20+/-5°C  

Date Tests Completed: 14/10/2016 
 
Flame application time: 15 seconds 

Mode of Flame Application: Edge ignition 

The results may not apply to situations where there is restricted air supply or prolonged exposure to large 
sources of intense heat as in a conflagration. 
 
Face Warp direction Weft direction 
Specimen number 1 2 3 4 5 1 2 3 4 5 
Flame reached an edge (or X) X X X X X X X X X X 
Hole reached an edge ( or X) X X X X X X X X X X 
Surface Flash ( or X) X X X X X X X X X X 
Duration of flaming (s) 0 0 0 0 0 0 0 0 0 0 
Length of Char (mm) 45 55 49 43 55 55 64 55 72 72 
Ignition of Cotton wool (Y/N) N N N N N N N N N N 

Mean Char Length: Warp = 49mm    Weft = 64mm 

 
Comments 
 
On the basis of the tests carried out this sample of fabric meets the performance criteria for curtains and 
drapes as specified in Clause 3 of IMO 2010 FTP CODE ANNEX 1 PART 7. 
 
 

----------------------------------------------------------------End of Document----------------------------------------------------------- 
 

Fire Test Certificate
Fabric: Mercury
Type:  IMO
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Client: Edmund Bell & Co Ltd  

Entry No: 80046-01 
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ANNEX 
 

name and address of the manufacturer / supplier, if 
known 

Edmund Bell & Co Ltd 
Unit E1 A Kingsway Business Park 
John Boyd Dunlop Drive 
Rochdale 
OL16 4NG 

type of the material, i.e. curtain, drape, etc fabric 
name and/or identification of the product tested Venus 
description of the sampling procedure, where relevant Unknown 
mass per unit area Unknown 
thickness Unknown 
colour and tone: if the product has a pattern, the 
representative colour shall be described 

Cream 

quantity and number of any coating Unknown 
method and quantity of fire retardant treatment Unknown 
materials of the product such as wool, nylon, polyester, 
etc., and its composite ratio 

Polyester 

composition of weave: such as plain, weave, twilled Unknown 
density (number/inch): the number of threads per inch in 
both warp and weft 

Unknown 

yarn number count Unknown 
 

 
----------------------------------------------------------------End of Document----------------------------------------------------------- 
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ANNEX 
 

name and address of the manufacturer / supplier, if 
known 

Edmund Bell & Co Ltd 
Unit E1 A Kingsway Business Park 
John Boyd Dunlop Drive 
Rochdale 
OL16 4NG 

type of the material, i.e. curtain, drape, etc fabric 
name and/or identification of the product tested Venus 
description of the sampling procedure, where relevant Unknown 
mass per unit area Unknown 
thickness Unknown 
colour and tone: if the product has a pattern, the 
representative colour shall be described 

Cream 

quantity and number of any coating Unknown 
method and quantity of fire retardant treatment Unknown 
materials of the product such as wool, nylon, polyester, 
etc., and its composite ratio 

Polyester 

composition of weave: such as plain, weave, twilled Unknown 
density (number/inch): the number of threads per inch in 
both warp and weft 

Unknown 

yarn number count Unknown 
 

 
----------------------------------------------------------------End of Document----------------------------------------------------------- 
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J&C Joel United Kingdom - HQ 
uksales@jcjoel.com

J&C Joel Europe 
eusales@jcjoel.com

J&C Joel Middle East 
uaesales@jcjoel.com

J&C Joel Vietnam
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J&C Joel Macau
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