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EN13773 22

TECHNICAL ATTRIBUTES

NDFR

Non Durably Flame Retardant

chemically treated with a water solution and if wetted in any
way should be retreated

DFR
Durably Flame Retardant
chemically treated to withstand a number of cleanings

6 IFR
Inherently Flame Retardant
woven from fibres with a high flame retardancy

FR
Flame Retardant
chemically treated to an individual specification

NOT FR
Not Flame Retardant no flame retardant treatment

Confirmation that the fabric meets one or more flame
Sy retardant standards

BS5867 BS5867 Pt2 B is the British Standard for flame retardant fabrics
used for curtains and drapes

BS5852 BS5852 Pt1 is the British Standard for flammability of
upholstered composites for seating

BS4790 BS4790: 1987 Determination of the effects of a small source of
ignition on textile floor coverings hot metal nut method (method 1, loose
laid)

EN13773: 2003 Meets European fire safety standards for vertically hung
fabrics. Burning behavior, ignitability testing of curtain fabric for use in
the contract market.

TL 1080-0002/8 German Military Specification for horizontally tested
materials

EN14041 Details the requirement for CE Marking of textiles, laminate
and resilient floor coverings

BS7905-1:2001 Lifting equipment for performance, broadcast and

similar applications.
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Approx roll length of material
in linear metres (m) & feet (ft)

&

Approx width of material in
centimetres (cm) & inches (”)

t
2 3

Approx weight in grams per metre squared (g/m?)

Approx thickness in (mm)

1P|

M1, M2, M4 Conforms to French Fire Regulations

B1, B2 Conforms to German Fire Regulations DIN 4102

IMO Conforms to International Maritime Organisation regulations
Classe Uno Meets ltalian Fire Regulations

BS EN13501-1 Fire Classification of construction, products and building
elements. Classification using test data from reaction to fire tests

CFC EN 1SO 9239-1 Reaction to fire test. Horizontal surface spread of
flame on floor covering system. Determination of the burning behaviour
using a retardant heat source

NFPA 701 NFPA 701: (USA) Standard Methods of Fire Tests for Flame
Propagation of Textiles and Films

EN9239-1 Reaction to fire tests — horizontal surface spread of flame on
floor covering systems

DIN EN1021 Meets European fire safety standards for exposure to
different ignition sources, namely a lit cigarette and butane flame.
Assessment of the ignitability of upholstered furniture

Hong Kong




Datasheet - Fabrics & Flooring

To ensure you get the best from the product supplied to you, we advise you follow the care instructions within
this datasheet.

NDFR
BS5867, M1, B1, EN13773, EN13501-1

J&C Joel Ltd.

100% Cotton

Plain Weave
Bleached & Dyed

KAPP-Chemie GBMH.Co KG

Kappaflam CFP

Immersion

Non-Durably Flame Retardant. This means that the fabric is chemically
treated and if wet (in any way) should be retreated to meet the
flammability requirements of BS5867 Part 2 Type B, M1, B1, EN13773
and EN13501-1. Therefore, the cloth will not withstand wet cleaning an
should be re-flame proofed whenever wet. The cloth can be
professionally dry cleaned using the correct chemical process.

o

Notwithstanding the aforementioned, it would be our advice to only dry
clean this material periodically. We would suggest that the curtain be
soft-brushed on a regular basis and periodically cleaned using a
vacuum and drapery attachment. Commercial flame retardants may
alter the aesthetics, appearance, colour or performance of the

textile material.

This fabric is not pre-shrunk.

O X X X KX

Dry Clean Only Do Not Wash Do Not Bleach Do Not Iron Do Not Tumble Dry

Fire Rating: Approx Bale Length: Width: Weight: Fire Certification: Colours

NDFR 60m / 1971t 305cm / 120" 75 g/m? BS5867, M1, B1, Available
EN13773, EN13501-1

For further information please contact our sales team sales@jcjoel.com

UK Europe Middle East Vietnam Macau Hong Kong




Fire Test Certifcate — Specimen

TESTING » CERTIFICATION » AUDITING

Client:

Job Title:
Client's Order No:

Date of Receipt:
Date of Test Start:

Description of Sample(s):

Work Requested:

N
N 2

;l\\:__//’i_

Wira House, West Park Ring Road,

Leeds, LS16 6QL, UK.

Telephone: +44 (0)113 259 1999

Date:

Our Ref:
Your Ref:

Page:

J. & C. Joel Limited
Corporation Mill
Corporation Street
Sowerby Bridge
Halifax

HX6 20Q.

Surface Ignition Of Curtains & Drapes (Type B)

19 May 2017
02 June 2017

One sample identified as follows was received for testing:

Muslin, stated to be NDFR

We were asked to make the following test:

BS 5867: Part 2: 2008 (2015): Type B Curtains, Drapes and Blinds

Email: info@bttg.co.uk
Website: www.bttg.co.uk

01 August 2017

53519-2

lof3

Shirley® Technologies Limited. Registered Office: Wira House, West Park Ring Road, Leeds, L516 6QL.

A company registered in England & Wales with company number 04669651. VAT Number GB 816764800,

The supply of all goods and services is subject to our standard terms of business, copies of which are available on request.
Our laboratories are accredited to EN ISO/IEC 17025.

Copyright © 2017 Shirley Technologies Limited. All rights reserved.
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Fire Test Certifcate — Specimen

Wira House, West Park Ring Road,
Leeds, LS16 6QL, UK.

Telephone: +44 (0)113 259 1999
Email: info@bttg.co.uk

Website: www.bttg.co.uk

Date: 01 August 2017

Our Ref: 53519-2

Your Ref: -

TESTING » CERTIFICATION « AUDITING Page: 20f3

J. & C. Joel Limited

Sample was identified as follows:

Muslin, stated to be NDFR

BS 5867: Part 2: 2008 (2015): Type B Curtains, Drapes and Blinds

Pre-Treatment
No water treatment required as the sample was stated to be non durable flame retardant.

Conditioning
The test specimens were conditioned for at least 24 hours in the standard atmosphere of 60 + 5 % relative humidity (R.H.) and
20+£2°C.

Testing
Three specimens from both length and width were tested in accordance with BS EN ISO 15025: Procedure A (surface
ignition):2002. The sample was tested at 20°C and 60% relative humidity (R.H.).

Each specimen was subjected to an applied flame using propane and a 15 second flame application time. The results obtained
{shown in the table below) were assessed according to the requirements of BS 5867: Part 2:2008 (2015).

Test results relate only to the sample tested.

The results for all tests are given in the table(s) on the following page(s).

Reported by: «...ern. Countersigned By:
J Coleman P Doherty
Fire Technician Operational Head

Enquiries concerning this report should be addressed to Customer Services,

MM,
S ",
\{\\‘\\f/"} Shirley® Technologies Limited. Registered Office: Wira House, West Park Ring Road, Leeds, LS16 6QL.
3 e i 3_ A company registered in England & Wales with company number 04669651, VAT Number GB 816764800,

The supply of all goods and services is subject to our standard terms of business, copies of which are available on request.

= Our laboratories are accredited to EN ISO/IEC 17025,
N
% S
/"/,, Il ‘\“\\‘\ Copyright © 2017 Shirley Technologies Limited. Al rights reserved.
i
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Fire Test Certifcate — Specimen

TB 3/7 cofrac

le futur en construction e
Rapport d’essais n°RA14-0015A "o

weecmcm ESSATS

DESCRIPTION SOMMAIRE

Tissu uni a base de fibres 100 % coton, ignifugé par foulardage.

- Référence « Article 14/50 Velum » :

Masse surfacique nominale : 75 g/m2.
Epaisseur nominale : 0,18 mm.

- Référence « Article 24/28 Toile » :

Masse surfacique nominale : 200 g/m2.
Epaisseur nominale : 0,35 mm.

Coloris : divers.

CARACTERISTIQUES COMPLEMENTAIRES

La référence et la quantité du produit ignifugeant figurent au dossier.

Caractéristiques mesurées du produit « Article 14/50 Velum » présenté :

Masses surfaciques : environ 80 g/m?2 (coloris écru) et environ 85 g/m2 (coloris noir et blanc).
Epaisseur : environ 0,15 mm pour les coloris écru, noir et blanc.

Caractéristigues mesurées roduit « Article 24/28 Toile » présenté :

Masse surfacique : environ 210 g/m2 pour les coloris écru, noir et blanc.
Epaisseur : environ 0,35 mm pour les coloris écru, noir et blanc.

Trame rapport Rev.06
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TB 4/7 cofrac

le futur en construction S
Rapport d’essais n°RA14-0015A "iey

cmicn ESSATS

ESSAI AU BRULEUR ELECTRIQUE

L'éprouvette (18 x 60 cm) tendue sur une grille est di: ée sur un support a 30° sur I'hori: Un cache il bustible est
rabattu au dos, au départ de I'essai. Le matériau est is au calorifique et a un courant de gaz chauds
provoqués par un brilleur électrique disposé, suivant son axe vertn:al, as cm sous I 'épmuvette
Aprés 20 secondes, une ﬂamme pllote est ée au tact de I'ép t5 des. L'opération est répétée

les 30 5 mi
Les éléments déterminants sont : durée d'i tion, di détruites depuis le bord inférieur des éprou et pré

ou non de chutes de gouttes.
Les dimensions de chaque éprouvette sont vérifiées avant chaque épreuve.
Caractéristiques mesurées des éprouvettes testées : (Masse / Epaisseur totale)

Eprouvette n° 1 (coloris blanc) : environ 10 g / environ 0,15 mm
Eprouvette n° 2 (coloris blanc) : environ 10 g / environ 0,15 mm
Eprouvette n® 1 (coloris noir) : environ 11 g / environ 0,15 mm
Eprouvette n° 2 (coloris noir) : environ 11 g / environ 0,15 mm
Eprouvette n® 1 (coloris écru) : environ 10 g / environ 0,15 mm
Eprouvette n°® 2 (coloris écru) : environ 10 g / environ 0,15 mm

Sur échantillons en I'état de réception : 6 épreuves effectuées sur le produit référencé « Article 14/50 Velum ».
Désignation Inflammation Extinction Percement Cg:t:edri:t?é'ie Distance détruite
(en seconde) (en seconde) | (en seconde) Lraido (en cm)

Eprouvette n° 1

Face 1/ sens 2 - = — non 19
Coloris blanc

Eprouvette n° 2

Face 2 / sens 2 - - - non 20
Coloris blanc

Eprouvette n° 1

Face 2 /sens 1 — — - non 19
Coloris noir

Eprouvette n° 2

Face 1 / sens 2 — - - non 20
Coloris noir

Eprouvette n° 1

Face 1 /sens 1 — — - non 26
Coloris écru

Eprouvette n° 2

Face 2 / sens 1 - — — non 20
Coloris écru

Résultats : sur I'ensemble des épreuves réalisées avant vieillissement, nous n‘observons pas de durée

d‘inflammation supérieure a 5 secondes.

Trame rapport Rev.06
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le futur en construction jr—
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Rapport d’essais n°RA14-0015A

ESSAI AU BRULEUR ELECTRIQUE (suite)
Les dimensions de chaque éprouvette sont vérifiées avant chaque épreuve.
Caractéristiques mesurées des éprouvettes testées : (Masse / Epaisseur totale)

Eprouvette n° 1 (coloris blanc) : environ 23 g/ environ 0,35 mm
Eprouvette n° 2 (coloris blanc) : environ 23 g / environ 0,35 mm
Eprouvette n° 1 (coloris noir) : environ 23 g / environ 0,35 mm
Eprouvette n® 2 (coloris noir) : environ 23 g / environ 0,35 mm
Eprouvette n° 1 (coloris écru) : environ 23 g / environ 0,35 mm
Eprouvette n° 2 (coloris écru) : environ 23 g / environ 0,35 mm

Sur échantillons en I'état de réception : 6 épreuves effectuées sur le produit référencé « Article 24/28 Toile ».
Sl Inflammation | Extinction | Percement [ Chut® de 90utte | pigrance détruite
(en seconde) (en seconde) | (en seconde) A A (en cm)
Eprouvette n° 1
Face 2 / sens 2 -_ — = non 19

Coloris blanc

Eprouvette n°® 2
Face1/sens 1 50/110/170 |53 /111 /171 — non 20
Coloris blanc

Eprouvette n° 3
Face 2 / sens 1 25 27 — non 20
Coloris noir

Eprouvette n°® 4
Face 2 / sens 2 25 26 - non 19
Coloris noir

Eprouvette n° 1
Face 2 / sens 1 = — - non 19
Coloris écru

Eprouvette n° 2
Face 1 / sens 2 = = = non 19
Coloris écru

Résultats : sur I'ensemble des épreuves réalisées avant vieillissement, nous n‘observons pas de durée
d‘inflammation supérieure a 5 secondes.

Trame rapport Rev.06
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le futur en construction sctdorumon

Rapport d’essais n°RA14-0015A -

ccn ESSAIS

ESSAI AU BRULEUR ELECTRIQUE (suite)
Les dimensions de chaque éprouvette sont vérifiées avant chaque épreuve.
Caractéristiques mesurées des éprouvettes testées : (Masse / Epaisseur totale)

Eprouvette n°® 10 (coloris blanc) : environ 10 g / environ 0,15 mm
Eprouvette n° 11 (coloris blanc) : environ 10 g / environ 0,15 mm
Eprouvette n° 2 (coloris noir) : environ 10 g / environ 0,15 mm
Eprouvette n° 8 (coloris noir) : environ 10 g / environ 0,15 mm
Eprouvette n® 9 (coloris écru) : environ 10 g / environ 0,15 mm
Eprouvette n° 10 (coloris écru) : environ 10 g / environ 0,15 mm

vieillissemen glé n chambres climati : 6 épreuves effectuées sur le produit
référencé « Article 14/50 Velum ».
Désignation Inflammation Extinction Percement C:lt:tdeed:]agt?:ge Distance dét_ruite
(en seconde) (en seconde) | (en seconde) eRfrmimea (en cm)
Eprouvette n° 10
Face 1 /sens 1 - — — non 19
Coloris blanc
Eprouvette n° 11
Face 2 / sens 2 - — — non 18
Coloris blanc
Eprouvette n° 2
Face 2 / sens 2 - — - non 18
Coloris noir
Eprouvette n° 8
Face 1 /sens 1 - —-— - non 17
Coloris noir
Eprouvette n° 9
Face 2 /sens 1 - - - non 20
Coloris écru
Eprouvette n° 10
Face 1 / sens 2 — - - non 19
Coloris écru

Résultats : sur I'ensemble des épreuves réalisées aprés vieillissement, nous n‘observons pas de durée
d'inflammation supérieure a 5 secondes.

Trame rapport Rev.06
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le futur en construction it

Rapport d’essais n°RA14-0015A ot

ESSAI AU BRULEUR ELECTRIQUE (suite)
Les dimensions de chaque éprouvette sont vérifiées avant chaque épreuve.
Caractéristiques mesurées des éprouvettes testées : (Masse / Epaisseur totale)

Eprouvette n° 7 (coloris blanc) : environ 23 g / environ 0,35 mm
Eprouvette n° 8 (coloris blanc) : environ 23 g / environ 0,35 mm
Eprouvette n° 1 (coloris noir) : environ 23 g / environ 0,35 mm
Eprouvette n® 2 (coloris noir) : environ 23 g / environ 0,35 mm
Eprouvette n® 4 (coloris écru) : environ 23 g / environ 0,35 mm
Eprouvette n° 5 (coloris écru) : environ 23 g / environ 0,35 mm

Aprés vieillissemen éléré limati brossage : 6 épreuves effectuées sur le produit
référencé « Article 24/28 Toile ».

Chute de goutte
ou de matiére
enflammée

Distance détruite
(en cm)

Inflammation Extinction Percement

Resldnasion (en seconde) (en seconde) | (en seconde)

Eprouvette n® 7
Face 2 / sens 1 25 27 -3 non 17
Coloris blanc

Eprouvette n® 8
Face 1 / sens 2 o —_ = non 17
Coloris blanc

Eprouvette n°® 1
Face 1 / sens 2 — . — non 16
Coloris noir

Eprouvette n°® 2
Face 2 / sens 1 25 28 — non 16
Coloris noir

Eprouvette n° 4
Face 2 / sens 2 25 29 . non 17
Coloris écru

Eprouvette n°® 5
Face 1 /sens 1 - — —_ non 18
Coloris écru

Résultats : sur I'ensemble des épreuves réalisées aprés vieillissement, nous n‘observons pas de durée
d’inflammation supérieure a 5 secondes.

.............................................................................. FIN DU RAPPORT D'ESSAIS

Trame rapport Rev.06
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Fire Test Certifcate — Specimen

Exova Warringtonfire, Frankfurt T : +49 (0) 69 305 3476
Industriepark Hachst, C369 F 1 +49 (0) 69 305 17071
Frankfurt am Main E: EBH@exova.com
D-65926 W: www.exova.com
Germany

Exova

Testing. Advising. Assuring.

Test report
No. 2011-2508-1

issued 12.01.2012

Auftragsdatum: 13.12.2011

Datum der Probenahme: no official taking out of the specimen from a
representative of the Exova Warringtonfire, Frankfurt

Eingang der Proben: 13.12.2011

Datum der Priifungen: 11.01.2012

Auftrag:

Determination of the ignition time according to nach EN 1101 (ISO 6940 ) and of the
vertical flame spread according to DIN EN 13772 with classification to DIN EN 13773.

Description / designation of the test object

Textile sample designated as “article (Schleier-) Nessel- and Dekomolton “
Description of the relevant test procedure

EN 1101

DIN EN 13772

DIN EN 13773 (Mai 2003)

Registered Office: Exova GmbH, Industriepark Hochst, G369, Frankfurt, D-65926, Registered Company No. HRB 83049
Ust-Id Nr. DE259957713 05.04.2012

UK Europe Middle East Vietnam Macau Hong Kong
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2l

Test report No. 2011-2508-1 issued 12.01.2012 page 2 from 6

Testing. Advising. Assuring.

1. Description of the test material
1.1 Details of the customer:
Textile sample designated as “article (Schleier-) Nessel and Dekomolton”

Construction: Cotton flame retardant treated

Application area: Stage area and deko area

1.2 At the specimen preparation from Exova Warringtonfire, Frankfurt determined values:

Flame retardant treated cotton fabric

Colour: black
Thickness: 0,5 mm (average)
Square weight: 204 g/m? (average)

Testing after clima storing 23°C and 50% rel. Luftfeuchte.

06.04.2012
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Testing. Advising. Assuring.
Test report No. 2011-2508-1 issued 12.01.2012 page 3 from 6

2.1.1 Test sheet according to EN 1101 (ISO 6940)
(Determination of the ignition time)

Test room: 21°C / 40% r. L.F.

Ignition times: 1-20 s

Specimen no.| 1 2 3 4 5 6 7 8
Test direction L/Q L L L L Q Q Q Q
Kind of ignition E/S E E E E E E E E:
Ignition time [s] 1 2 3 4 1 2 3 4
Total burn time [s] 1 2 < 4 1 2 3 4
After flame time [s] 0 0 0 0 0 0 0 0
After glow time [s] 0 0 0 0 0 0 0 0
After flaming 2 5 [s] yes/no | no no no no no no no no

Reaching of the upper edge
of the specimen

Reaching the side edges yes/no | no no no no no no no no

yes/no | no no no no no no no no

Drop of from sample parts* - - - - - - - -

Ignition of the filter paper* - - - - - - - -

Igntion yes/no | no no no no no no no no
If not the case, - L=length Q= width S=surface E =edge
Remarks: none

05.04.2012
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Test report No. 2011-2508-1 issued 12.01.2012 page 4 from 6

g
3
i

Testing. Advising. Assuring.

2.1.2 Test sheet according to EN 1101 (ISO 6940)
(Determination of the ignition time)

Test room: 21°C / 40% r. L.F.

Ignition times: 1-20s

Specimenno.| 9 10 11 12 13 14 15 16
Test direction LQ L. L L L Q Q Q O
Kind of ignition E/S E E E E E E
Ignition time [s] 5 10 15 20 5 10 15 20
Total burn time [s] 5 10 15 20 5 10 15 20
After flame time [s] 0 0 0 0 0 0 0 0
After glow time [s] 0 0 0 0 0 0 0 0
After flaming = 5 [s] yes/no | no no no no no no no no

Reaching of the upper edge
of the specimen

Reaching the side edges yes/no | no no no no no no no no

yes/no | no no no no no no no no

Drop of from sample parts* - = - = - - - -

Ignition of the filter paper* - - - - - = 3 5

Igntion yes/no | no no no no no no no no
If not the case, - L=length Q=width S=surface E =edge
Remarks: none

05.04.2012
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Test report No. 2011-2508-1 issued 12.01.2012 page 5 from 6

Testing. Advising. Assuring.

2.2.1 Test results according to DIN EN 13772:
(Determination of the vertical flame spread)

Impact time of the radiator: 30s Ignition time: 10 s

Specimen no. 1 2 3 4 5 6
Test direction L/Q L L L Q Q Q
Kind of ignition SIE E E E E E
Ignition time [s] 10 10 10 10 10 10
Total burn time [s] 18 20 17 18 15 15
After flame time [s] 8 10 7 8 5 5
After glow time [s] 0 0 0 0 0 0
Reaching the 1. mark in [s] - - 5 = - =
Reaching the 2. mark in [s] - - - - - -
Reaching the 3. mark in [s] - - - - - -
Flame spread v1 [mm/min] 0 0 0 0 0 0
Flame spread v2 [mm/min] 0 0 0 0 0 0
Flame spread t v3 [mm/min] 0 0 0 0 0 0
Separating of sample parts* E = - - - -
Ignition of the filter paper* - - - - - -
Destroyed area length| [mm] 170 160 180 170 180 170
Destroyed area width|  [mm] 30 30 40 40 30 40
[fnotthe case,-  L=length Q = width S=suface E-edge

Remarks: none

05.04.2012
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Test report No. 2011-2508-1 issued 12.01.2012 page 6 from 6

:
w

Testing. Advising. Assuring.

3. Classification:

The in chapter 1 described material fulfilles the requirements of the class 1 according to
DIN EN 13773.

Besonderer Hinweis
The fire test result is only valid for the in chapter 1 described material.

In the composition with other materials (for example coatings, deposits) the burning behaviour could
be influenced unfavourable so that the above classification is not any longer valid.
The burning behaviour in composition with other materials has to be tested separately.

This test report replaces the translation of the test report 2011-2508 from January 12" 2012
(date of signature) which is invalid from now on

Frankfurt, 04" April 2012

S A
P. Scheinkonig Dipl.-Ing. T. Zach&us
Tester in Charge Laboratory Supervisor

The results of the tests relate only to the behaviour of the test specimen which is designated in chapter one.

Test reports are only allowed to be published or reproduced, not changed in form and tenor without permission of the Exova Warringtonfire,
Frankfurt.

The abridged account of a test report is only allowed with the agreement of the Exova Warringtonfire, Frankfurt.

This test report is a translation of the German version 2011-2508-1 (issued 04.04.2012). In case of doubt only the German version is valid.
The report contains 6 pages.

05.04.2012
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the inspiration behind the performance

J&C Joel United Kingdom - HQ
uksales@jcjoel.com

J&C Joel Europe
eusales@jcjoel.com

J&C Joel Middle East
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J&C Joel Vietnam
asiasales@jcjoel.com

J&C Joel Macau
asiasales@jcjoel.com

J&C Joel Hong Kong
asiasales@jcjoel.com

09009099

www.jcjoel.com





