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Projection Screen
Grey

Perfect For: • Decorative/Scenic • Film & TV • Stage • Event
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Composition & Care

220 cm

Fire Test Certificate

BS5867 Part 2 Type B 

M1

Contents

3

5

9

Confirmation that the fabric meets one or more flame 
retardant standards

BS5867 BS5867 Pt2 B is the British Standard for flame retardant fabrics 
used for curtains and drapes

BS5852 BS5852 Pt1 is the British Standard for flammability of 
upholstered composites for seating

BS4790 BS4790: 1987 Determination of the effects of a small source of 
ignition on textile floor coverings hot metal nut method (method 1, loose 
laid)

EN13773: 2003 Meets European fire safety standards for vertically hung 
fabrics. Burning behavior, ignitability testing of curtain fabric for use in 
the contract market.

TL 1080-0002/8 German Military Specification for horizontally tested 
materials

EN14041 Details the requirement for CE Marking of textiles, laminate 
and resilient floor coverings

BS7905-1:2001 Lifting equipment for performance, broadcast and 
similar applications.

M1, M2, M4 Conforms to French Fire Regulations

B1, B2 Conforms to German Fire Regulations DIN 4102

IMO Conforms to International Maritime Organisation regulations

Classe Uno Meets Italian Fire Regulations

BS EN13501-1 Fire Classification of construction, products and building 
elements. Classification using test data from reaction to fire tests

CFC EN ISO 9239-1 Reaction to fire test. Horizontal surface spread of 
flame on floor covering system. Determination of the burning behaviour 
using a retardant heat source

NFPA 701 NFPA 701: (USA) Standard Methods of Fire Tests for Flame 
Propagation of Textiles and Films

EN9239-1 Reaction to fire tests – horizontal surface spread of flame on 
floor covering systems

DIN EN1021 Meets European fire safety standards for exposure to 
different ignition sources, namely a lit cigarette and butane flame. 
Assessment of the ignitability of upholstered furniture

TECHNICAL
NDFR
Non Durably Flame Retardant
chemically treated with a water solution and if wetted in any 
way should be retreated

DFR
Durably Flame Retardant
chemically treated to withstand a number of cleanings

IFR
Inherently Flame Retardant
woven from fibres with a high flame retardancy

FR
Flame Retardant
chemically treated to an individual specification

NOT FR
Not Flame Retardant no flame retardant treatment

ATTRIBUTES
Approx roll length of material  
in linear metres (m) & feet (ft)

Approx width of material in 
centimetres (cm) & inches (”)

Approx weight in grams per metre squared (g/m2)

Approx thickness in (mm)



For further information please contact our sales team sales@jcjoel.com
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Datasheet - Fabrics & Flooring
Grey Projection Screen

To ensure you get the best from the product supplied to you, we advise you follow the care instructions within 
this datasheet.

A rear projection surface with the lowest transmittance of the range making it ideal for short throw projection or edge 
blending multiple projectors. 

Approx Roll Length:
60m / 197ft

Width:
220cm / 87”

Weight:
470 g/m2

Fire Rating:
DFR

Fire Certification:
BS5867, M1

Gain:
0.3

Transmittance:
0.65

Custom Dye
N/A
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Flame Retardancy DFR
Fire Certification BS5867, M1
Brand Name 
(and Manufacturer) J&C Joel Ltd.

Material 
(Blending Ratio) 100% PVC

Colour Grey
Construction of Fabric Extruded
Thickness 0.3mm
Type of Screen Rear
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Surface Treatments None
Brand Name of Flame 
Retardant Chemicals N/A

Chemical name of Flame 
Retardant Chemicals N/A

Process of Flame 
Retardant Chemicals N/A

C
ar

e

Information Durably Flame Retardant. This means that this type of projection screen is 
chemically treated to meet the flammability requirements of BS5867 and M1. 
FR properties will be maintained if subject to moisture. For cleaning, use a soft 
damp cloth (water only).

Laundering Treatment

Notes Clean using a mild detergent.

Do Not Dry Clean Do Not Wash Do Not Bleach Do Not Iron Do Not Tumble Dry



For further information please contact our sales team sales@jcjoel.com
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Datasheet - Fabrics & Flooring
Gain & Transmittance 

High Gain

Transmittance and gain perform in similar ways – a high gain (front projection) or transmittance (rear projection) 
screen will ultimately produce a brighter image in the centre of the viewing area. The higher the gain or transmittance 
the brighter the image will be making it more suitable for lower power projectors and environments with higher ambient 
light conditions. 

A high gain or transmittance screen will narrow the viewing angle with an increased chance of hot spotting and 
lower brightness uniformity. Low gain or transmittance provide wider viewing angles and a more even light distribution, 
ensuring a uniform brightness across the screen, suitable for low ambient light conditions. 

Mid Gain

Unity Gain

Gain
Gain is a measurement of screen reflectivity and affects brightness of projected imagery on to a screen surface. The 
figure represents a ratio of the light back from the screen compared to that of a standard reference screen normally a 
uniform matt white surface with a gain of 1.0.

Transmittance
Transmittance differs from gain in that it is a measurement of light passing through a screen and therefore only applies 
to rear projection surfaces. The transmittance value is the ratio of light passed through a screen compared to light 
reflected from a reference matt white surface.
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Fire Test Certificate
Fabric:	 Grey - Projection Screen
Type:		  BS5867 Part 2 Type B
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• Dossier P202904.;.. Document DEC/1 - Page 1 /6
LABORATOIRE INATIONAL 

DE METROLOGIE 
ET O'ESSAIS N:. 

LABORATOIRE DE TRAPPES 
29 Avenue Roger Hennequin - 78197 Trappes Cedex 

Tel: 01 30 69 10 00- Fax: 01 30 69 12 34 

P�QCES .. VERBAL DE CLASSEMENT 
DE REACTION AU FEU D'UN MATERIAU 

prevu� !'article 5 de l'arrete du 21 novembre 2002 
\IALABLE 5 ANS a compter du 1 0 juillet 2020 

Marque commerciale : 

l...__ __ __,;N..;.
0 P�2�0�29�0;..;4_-�D�E�C�/1 ___ ___,J 

et annexe de 5 pages 

Description sommaire <: 

Composition globale : Film PVC ignifuge dans la masse 
Ecran Utilisation : : 

Masse: 
Epaisseur: 
Coloris: ·.• 

Rapport d'ess�is 
Nature des essais : 

Classement : 

(437 ± 44) g/m2 

(0,300 ± 0,030) mm 
Blanc et Gris 

• ••. • > N° P202904 · DEC/1 du 10 julllet 2020
Determination du classement selon NF P 92-507 (fevrier 2004) 
Essai au bruleur electrique selon NF P 92-503 (decembre 1995), Essai de persistance et 
mesure de vitesse de propagation de flamme selon NF P 92-504 (decembre 1995) 

11v1�·1 
VALABLE POURTOUTE APPLICATION POUR LAQUELLE LE PRODUIT N'EST PAS SOUMIS AU MARQUAGE CE 

Durabilite du classement (NF P 92-512: 1986) : NON LIMITEE A PRIORI 

compte tenu des criteres resultant des essais decrits dans le rapport d'essai w P202904 - DEC/1 annexe. 
Pour determiner le classement, ii n'a pas ete tenu compte de !'incertitude associee au resultat. 

Ce proces verbal atteste uniquement des caracteristiques de l'echantillon soumis aux essais et ne prejuge pas 
des caracteristiques de produits sirnilaires. II ne constitue pas une certification de prodults au sens de !'article 
L.115-27 du code de la consommation et de la loi du 3 juin 1994.

1:=st. se·µ1�.•••#lltorl�eri·1.�/repfo�.!-Ict18ri.·•• ·iht(3gr�1e•··soit�u iSi��e11t• Pr8ces�Wirba1.•.·ae.·•classement ••·qui·•••oomt\rena·•••1•·••• .page
soit•l'iriiegralitedu••Proces�Verba.l;etfappor:t.annexe•qul c.ompofte 6pages] 

• • • 

Trappes, le 10 juillet 2020 

Le Responsable du Departement 
Comportement au Feu et Securite lncendle 

Romuald GORJUP 

522 R 0900-05 Rev,E 
Laboratoire national de metrologie et d'essais • Etablissement public a caractere industriel et commercial
Siege social : 1, rue Gaston Boissier 75724 Paris Cedex 15 • Tel. : 01 40 43 37 00 • Fax : 01 40 43 37 37 
info@lne.fr • lne.fr • RCS Paris 313 320 244 • NAF: 7120B •TVA: FR 92 313 320 244 
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J&C Joel United Kingdom - HQ 
uksales@jcjoel.com

J&C Joel Europe 
eusales@jcjoel.com

J&C Joel Middle East 
uaesales@jcjoel.com

J&C Joel Vietnam
asiasales@jcjoel.com

J&C Joel Macau
asiasales@jcjoel.com

J&C Joel Hong Kong
asiasales@jcjoel.com




