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305 cm

BS5867 Part 2 Type B

TECHNICAL
£5

NDFR

Non Durably Flame Retardant

chemically treated with a water solution and if wetted in
any way should be retreated

DFR
Durably Flame Retardant
chemically treated to withstand a number of cleanings

IFR
Inherently Flame Retardant
woven from fibres with a high flame retardancy

DS

FR
Flame Retardant
chemically treated to an individual specification

NOT FR
Not Flame Retardant no flame retardant treatment

S >

Confirmation that the fabric meets one or more flame
retardant standards

BS5867 BS5867 Pt2 B is the British Standard for flame retardant fabrics
used for curtains and drapes

BS5852 BS5852 Pt1 is the British Standard for flammability of
upholstered composites for seating

BS4790 BS4790: 1987 Determination of the effects of a small source of
ignition on textile floor coverings hot metal nut method (method 1, loose
laid)

EN13773: 2003 Meets European fire safety standards for vertically hung
fabrics. Burning behavior, ignitability testing of curtain fabric for use in
the contract market.

TL 1080-0002/8 German Military Specification for horizontally tested
materials

EN14041 Details the requirement for CE Marking of textiles, laminate
and resilient floor coverings

BS7905-1:2001 Lifting equipment for performance, broadcast and
similar applications.
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ATTRIBUTES

Approx roll length of material
in linear metres (m) & feet (ft)

Approx width of material in
centimetres (cm) & inches (”)

Approx weight in grams per metre squared (g/m?)

Approx thickness in (mm)

M1, M2, M4 Conforms to French Fire Regulations

B1, B2 Conforms to German Fire Regulations DIN 4102

IMO Conforms to International Maritime Organisation regulations
Classe Uno Meets ltalian Fire Regulations

BS EN13501-1 Fire Classification of construction, products and building
elements. Classification using test data from reaction to fire tests

CFC EN IS0 9239-1 Reaction to fire test. Horizontal surface spread of
flame on floor covering system. Determination of the burning behaviour
using a retardant heat source

NFPA 701 NFPA 701: (USA) Standard Methods of Fire Tests for Flame
Propagation of Textiles and Films

EN9239-1 Reaction to fire tests — horizontal surface spread of flame on
floor covering systems

DIN EN1021 Meets European fire safety standards for exposure to
different ignition sources, namely a lit cigarette and butane flame.
Assessment of the ignitability of upholstered furniture
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Polysilk - White

J&C
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To ensure you get the best from the product supplied to you, we advise you follow the care instructions within

this datasheet.

Flame Retardancy DFR
Fire Certification BS5867 Part 2 Type B
2 | Brand Name | Ltd
- (and Manufacturer) J&C Joel Ltd.
L
Material o |
(Blending Ratio) 100% Polyester
Construction of Fabric Plain Weave
Surface Treatments Chemically Treated
P Brand Name of Flame
8 | Retardant Chemicals N/A
€ | Chemical name of Flame
s Retardant Chemicals N/A
Process of Flame .
Retardant Chemicals Immersion
Information Durably Flame Retardant to BS5867 Part 2 Type B.
It would be our advice to only dry clean this material periodically.
This fabric is not pre shrunk.
o
@
(&)
Laundering Treatment
Dry Clean Only Do Not Wash Do Not Bleach Do Not Iron Do Not Tumble Dry
Notes
Fire Rating: Approx Roll Length: Width: Weight: 2 Fire Certification: Co.lour
DFR 100m / 328ft 305cm / 1207 80 g/m BS5867 Part 2 Available
Type B 1
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Fire Test Certificate - Specimen

Fabric: Polysilk - White
Type: BS5867 Part 2 Type B

J&C
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Applicant

Applicant Address

Sample Descriplion
Sample Cuantity
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Fire Test Certificate - Specimen
Fabric: Polysilk - White &
Type: BS5867 Part2 Type B Inspiration in every performance
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Werfication Wabsile wan fcksZ arg.cn
Test Report Vierif cation Code: 65BEBS4EEE
Report No.: ZFLJO9236T5A Poge2of 3

== Judgment ==

Test [temish Cormbenia For Juggrmemnt Conclusicn

Flammizbility ES 5867-2:20CE Pazs

== Test Result=

1. Flamrnability
Tazt mathoo: BS S867-2:2008; TYFE A, As received,

Te=t condition - Temperature 20,17, Raiative humidity. 80 4%
Gas : Butane
Ignitien tme - 10 secands

Requirement: In each of &t least four specimeans, no parl of any hole nar any part of the [oweast boundary of any
flare ghall reach either vertical edge of the semolke, nor ghall the first marker thread be ssvared. _
MOTE: In either of the twe remaining specimans not more than the first marker thread ar burning or hole fommation

1o any one verical 2dge is permitted K p—
Warp Direction Wett Diraction ',..-—"Ei_
| 2 3 1 2 3 ’?’ l
The lime in seconds fram the stad of the _ ]
application of the lest Tame until the severance M M, [T A, MNA MR, e
of the lowsr (first) miarkar thread (2) —
i | R B

The tire in sescnds fram the stant of tha )
applivatian of tha kst Hemes unlil e sevarance i (IR MiA fl 5, MIA i
af the middle (secand) mizrker toead {5)

The time in seconds from the stzr of the _
application of the tast flame until the severance [ Pl MIA (S MIA Il
of the upper (third) marker thread (3)

Any par of any hole or any par of the lowest
boundary of any flame reaches sither verinal MO MO Ra] ) R MO
edie of the sample

Concluzion.  The submitted sample complies with the Type A performance requirements of BS 5867-2:2008 -
Fubrics for curlaing, drapes and windoe blinds - Part 2: Flarmakility reguirernents specification in initial stage.

Rrezrmark: WO =Mal obsaresd, MiA= flame has been extinguishad betara raaching 1o the tag hne.

1. The tost results and the conformity judoment af this regorl have nottaken the uncertainty of
Mire the t251 results into account.
2. Aftar this tast report s isseed, e original test report nomber ZFLJI923ETE will be invald.
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Fire Test Certificate - Specimen
Fabric: Polysilk - White

J&C

Type: BS5867 Part 2 Type B Inspiration in every performance
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